STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION
HIGHWAY DIVISION 6

PROPOSAL

DATE AND TIME OF BID |
OPENING:  SEPTEMBER 6, 2017 AT 2:00 PM

CONTRACT ID:  D6D3.POC.002
WBS ELEMENT NO.:  6.102419.9
FEDERAL AID NO.:  STATE FUNDED
COUNTY: COLUMBUS
ROUTE NO.: SR 1740
LOCATION: BETWEEN 1.03 MI. W. OF SR 1731 & 0.5 Ml. W OF NC 11

TYPE OF WORK:  PIPE REMOVAL & REPLACEMENT

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS R EGULATING THE PRACTICE OF

GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF T HE GENERAL STATUTES OF NORTH
CAROLINA WHICH REQUIRES THE BIDDER TO BE LICENSED B Y THE N.C. LICENSING BOARD FOR
CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PRO JECT WHERE THE BID IS $30,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMIN ED BY THE LICENSING BOARD.
BIDDERS SHALL ALSO COMPLY WITH ALL OTHER APPLICABLE LAWS REGULATING THE PRACTICES

OF ELECTRICAL, PLUMBING, HEATING AND AIR CONDITIONI NG AND REFRIGERATION CONTRACTING

AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA.

NOTWITHSTANDING THESE LIMITATIONS ON BIDDING, THE B |IDDER WHO IS AWARDED ANY

FEDERAL - AID FUNDED PROJECT SHALL COMPLY WITH CHAP TER 87 OF THE GENERAL STATUTES OF
NORTH CAROLINA FOR LICENSING REQUIREMENTS WITHIN 60 CALENDAR DAYS OF BID OPENING.

THIS IS A ROADWAY PROJECT. 5% BID BOND OR BID DE POSIT REQUIRED.

NAME OF BIDDER

ADDRESS OF BIDDER

NC CONTRACTOR’S LICENSE NUMBER NAME OF LICENSEE
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NC DEPARTMENT OF TRANSPORTATION,
RALEIGH, NORTH CAROLINA

The Bidder has carefully examined the locationha&f proposed work; has carefully examined the parts specifications,
which are acknowledged to be part of the propdkal special provisions, the proposal, the formaoftact, and the forms of
contract payment bond and contract performance ;band thoroughly understands the stipulations, irements and
provisions. The undersigned bidder agrees to bawwh his execution of the bid and subsequent aw@itiim by the
Department of Transportation in accordance witls firoposal to provide the necessary contract patyberd and contract
performance bond within fourteen days after thdteminotice of award is received by him. The usdgred Bidder further
agrees to provide all necessary machinery, toak®r| and other means of construction; and to ldihvalwork and to furnish
all materials, except as otherwise noted, necedsaperform and complete the said contract in atmoce withthe 2012
Sandard Specifications for Roads and Structures by the dates(s) specified in the Project SpediaviBions and in accordance
with the requirements of the Engineer, and at thiear lump sum prices, as the case may be, fov#n®us items given on
the sheets contained herein.

The Bidder shall provide and furnish all the matistimachinery, implements, appliances and toald,peerform the work and
required labor to construct and complete this @mtfrfor the unit or lump sum prices, as the caag be, bid by the Bidder in
his bid and according to the proposal, plans, gretiications prepared by said Department, whiabppsal, plans, and
specifications show the details covering this mtpjand hereby become a part of this contract.

The published volume entitlddorth Carolina Department of Transportation, Raleigh, Standard Specifications for Roads and
Sructures, January 2012 with all amendments and supplements thereto, ief®rence incorporated into and made a part of
this contract; that, except as herein modified{radl construction and work included in this corttiat¢o be done in accordance
with the specifications contained in said volumad amendments and supplements thereto, under thetidn of the
Engineer.

If the proposal is accepted and the award is nthéegontract is valid only when signed either by @ontract Officer or such
other person as may be designated by the Secritasign for the Department of Transportation. Tdoaditions and
provisions herein cannot be changed except ovesiginature of the said Contract Officer or DivisiBngineer.

The quantities shown in the itemized proposal lier project are considered to be approximate ordyaga given as the basis
for comparison of bids. The Department of Trantgimn may increase or decrease the quantity ofiteny or portion of the
work as may be deemed necessary or expedient.

An increase or decrease in the quantity of an itélmot be regarded as sufficient ground for aor@ase or decrease in the
unit prices, nor in the time allowed for the contiole of the work, except as provided for the coctira

Accompanying this bid is a bid bond secured byrpa@te surety, or certified check payable to ttdeoof the Department of
Transportation, for five percent of the total biicp, which deposit is to be forfeited as liquidhtiamages in case this bid is
accepted and the Bidder shall fail to provide tleguired payment and performance bonds with the fepat of
Transportation, under the condition of this propogéthin 14 calendar days after the written notafeaward is received by
him, as provided in the Standard Specificationsetise said deposit will be returned to the Bidder
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordace with the following requirements. Failure to cenply with
any requirement may cause the bid to be considerdédegular and may be grounds for rejection of the hd.

TRADITIONAL PAPER BIDS:

1. Download the entire proposal from t@ennect NCDOT websiteandreturn the entire proposal with your bid.

2. All entries on the itemized proposal sheet (bidrfpshall be written in ink or typed.

3. The Bidder shall submit a unit price for every itemthe itemized proposal sheet. The unit priceshfe various contract items
shall be written in figuresUnit prices shall be rounded off by the Bidder ¢éotain no more than FOUR decimal places.

4. An amount bid shall be entered on the itemized gsapsheet for every item. The amount bid for éseh shall be determined
by multiplying each unit bid by the quantity foathitem, and shall be written in figures in the "dumt" column of the form.

5. The total amount bid shall be written in figuregtie proper place on the bid form. The total anidich shall be determined by
adding the amounts bid for each item.

6. Changes to any entry shall be made by marking ¢firdbe entry in ink and making the correct entrjpeeht thereto in ink. A
representative of the Bidder shall initial the apaim ink. Do not use correction fluid, correcttape or similar product to make
corrections.

7. The bid shall be properly executed on the incluBrdcution of Bid — Non-collusion Affidavit, Debarment Certification and
Gift Ban Certification form. All bids shall show the following informati:

a. Name of corporation, partnership, limited liabiltigmpany, joint venture, individual or firm, subtirig bid.
Corporations that have a corporate seal shoaldde it on the bid.

b. Name of individual or representative submitting &idi position or title held on behalf of the bidder

c. Name, signature, and position or title of witness.

d. Completed attestation by Notary Public

Note: Signer, Witness and Notary Public must beifferent individuals.

8. The bid shall not contain any unauthorized add#jateletions, or conditional bids.

9. The Bidder shall not add any provision reservirgriight to accept or reject an award, or to emttr & contract pursuant to an
award.

10. The Form entitled “LISTING OF DBE SUBCONTRACTORS, “LISTING OF MBE/WBE SUBCONTRACTORS”, must be
filled out for Subcontractors submitting quotesiark on this contract. The Contractor shall thehrsit this form with the bid
package.

11. THE PROPOSAL WITH THE ITEMIZED PROPOSAL SHEET ATTAC HED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL BE DELIVERED TO AND RECEIVED IN THE NCDOT DIVISION PROPOSALS
ENGINEER’'S OFFICE AT 558 GILLESPIE STREET, FAYETTEV ILLE, N. C. 28301 BY 2:00 P.M., SEPTEMBER 6,
2017.

12. The sealed bid envelope must display the bidding @tractor’'s name and address on the front.

13. The sealed bid must display the following stateneenthe front of the sealed envelope:

QUOTATION FOR D6D3.POC.002
SR 1740 - PIPE REMOVAL & REPLACEMENT
TO BE OPENED AT 2:00 P.M. ON WEDNESDAY, SEPTEMBER § 2017

14. If delivered by mail, the sealed envelope shalplaeed in another sealed envelope and the outelaresshall be addressed as
follows:

N. C. DEPARTMENT OF TRANSPORTATION
R. ALLEN WADDELL, P.E.

P.O0. BOX 1150

FAYETTEVILLE, NC 28302
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PROJECT SPECIAL PROVISIONS

DIVISION LET CONTRACT PREQUALIFICATION:
(07-01-14)(6-1-15) SPD 01-410

Any firm that wishes to bid as a prime contractualkbe prequalified as a Bidder or PO Prime Catitna
prior to submitting a bid. Information regarding epualification can be found at:
https://connect.ncdot.gov/business/Prequal/Pagesitiaspx

In addition, the prime contractor and/or subcorntges) shall be prequalified in the work code(s) fo
which they identify as work items in the prime a@tor’'s construction progress schedule that thi#ly w
complete themselves. Any contractor identifiedvasking outside their expertise may be considered i
default of contract.

CONTRACT TIME AND LIQUIDATED DAMAGES:
(7-20-99) (Rev. 12-18-07) 108 SP1G10 A

The date of availability for this contracttise date of Purchase Order Issue.

The completion date for this contracMsy 31, 2018.

Except where otherwise provided by the contracteolation periods required by the contract will bet
a part of the work to be completed by the completiate and/or intermediate contract times statedan
contract. The acceptable completion of the obsienvaeriods that extend beyond the final completio
date shall be a part of the work covered by théopeiance and payment bonds.

The liguidated damages for this contractiree Hundred Dollars ($ 500.00)per calendar day.

INTERMEDIATE CONTRACT TIME NUMBER 1 & LIQUIDATED DA MAGES:

The Contractor shall be limited to seven (7) wefekshe road closure for Sites 1 — 9, two (2) wefeks
Site 10 and three (3) weeks for Sites 11 & 12. wdirk requiring a road closure shall be completed
during the time periods as showithe liquidated damages for this intermediate contrat time are
Five Hundred Dollars ($500.00) per calendar day Liquidated damages chargeable due to failure to
complete this work by the intermediate contractetiwill be in addition to any liquidated damagest tha
may become chargeable due to failure to completedmaining work on time.

BOND REQUIREMENTS:
(06-01-16) 102-8, 102-10 SPD 01-420A

A Bid Bond is required in accordance with Article 102-10 of tB812 Standard Specifications for Roads
and Structures.

Contract Payment and Performance Bonds are requiredn accordance with Article 103-7 of t2612
Sandard Specifications for Roads and Sructures.

AUTHORITY OF THE ENGINEER:
(01-30-14) 105-1 SPD 01-460

The Engineer for this project shall be the Divisiengineer, Division 6, Division of Highways, North
Carolina Department of Transportation, acting diyear through his duly authorized representative.



D6D3.POC.002 6 Columbus County

The Engineer will decide all questions which maisaras to the quality and acceptability of work
performed and as to the rate of progress of thé&yadlrquestions which may arise as to the intagiien

of the contract; and all questions as to the aatdptfulfilment of the contract on the part of the
Contractor. His decision shall be final and hellshave executive authority to enforce and make
effective such decisions and orders as the Conotréats to carry out promptly.

PROSECUTION AND PROGRESS:
(3-16-10) 108 SPD 1-700

The Contractor shall pursue the work diligently hwivorkmen in sufficient numbers, abilities, and
supervision, and with equipment, materials, andhodt as may be required to complete the work
described in the contract by the completion datkiamccordance with th2012 Standard Specifications.

The Contractor's operations are restricted to ghyhours. No work may be performed on Sundays and
legal State holidays, unless otherwise approvedhbyEngineer. Work shall only be performed when
weather and visibility conditions allow safe operas.

RAILROAD GRADE CROSSING:
(7-1-95) (Rev. 1-15-13) 107-9 SP1 G17R

Provide at least 2 weeks advance notice to theaalls local Roadmaster or Track Supervisor when th
use of slow-moving or stopped equipment is requirneel at-grade railroad crossings.

MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS ENTERPRISE (DIVISIONS):
(10-16-07)(Rev. 7-19-16) 102-15(J) SP1 G67

Description

The purpose of this Special Provision is to camuythe North Carolina Department of Transportason’
policy of ensuring nondiscrimination in the awardladministration of contracts financed in wholeror
part with State funds.

Definitions

Additional MBE/WBE Subcontractors - Any MBE/WBE submitted at the time of bid that wilbt be used
to meet either the MBE or WBE goal. No submittehd etter of Intent is required.

Committed MBE/WBE Subcontractor - Any MBE/WBE submitted at the time of bid thatbising used to
meet either the MBE or WBE goal by submission ak#er of Intent. Or any MBE or WBE used as a
replacement for a previously committed MBE or WRinf

Contract Goals Requirement - The approved MBE and WBE participation at timfeaward, but not
greater than the advertised contract goals for.each

Goal Confirmation Letter - Written documentation from the Department to thedér confirming the
Contractor's approved, committed MBE and WBE pigaicon along with a listing of the committed
MBE and WBE firms.

Manufacturer - A firm that operates or maintains a factory atablishment that produces on the
premises, the materials or supplies obtained byCth&ractor.
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MBE Goal - A portion of the total contract, expressed as aqnge, that is to be performed by
committed MBE subcontractor(s).

Minority Business Enterprise (MBE) - A firm certified as a Disadvantaged Minority-Oveh8usiness
Enterprise through the North Carolina Unified Cleréition Program.

Regular Dealer - A firm that owns, operates, or maintains a stararehouse, or other establishment in
which the materials or supplies required for thdqgrenance of the contract are bought, kept in stackl
regularly sold to the public in the usual courséos$iness. A regular dealer engages in, as kxipal
business and in its own name, the purchase anaséase of the products in question. A reguéaler

in such bulk items as steel, cement, gravel, stang petroleum products need not keep such products
stock, if it owns and operates distribution equipm®r the products. Brokers and packagers are not
regarded as manufacturers or regular dealers witlkeimeaning of this section.

North Carolina Unified Certification Program (NCUCP) - A program that provides comprehensive
services and information to applicants for MBE/W&éttification. The MBE/WBE program follows the
same regulations as the federal Disadvantaged @&ssignterprise (DBE) program in accordance with 49
CFR Part 26.

United States Department of Transportation (USDOT) - Federal agency responsible for issuing
regulations (49 CFR Part 26) and official guidafarxethe DBE program.

WBE Goal - A portion of the total contract, expressed as ag@age, that is to be performed by
committed WBE subcontractor(s).

Women Business Enterprise (WBE) - A firm certified as a Disadvantaged Women-OwnealsiBess
Enterprise through the North Carolina Unified Cleréition Program.

Forms and Websites Referenced in this Provision

Payment Tracking System - On-line system in which the Contractor entees payments made to MBE
and WBE subcontractors who have performed work onhe t project.
https://apps.dot.state.nc.us/Vendor/PaymentTratking

DBE-IS Subcontractor Payment Information - Form for reporting the payments made to all
MBE/WBE firms working on the project. This form idor paper bid projects only.
http://www.ncdot.org/doh/forms/files/DBE-1S.xIs

RF-1 MBE/WBE Replacement Request Form - Form for replacing a committed MBE or WBE.
http://connect.ncdot.gov/projects/construction/Guargion%20Forms/DBE%20MBE%20WBE%20Repl
acement%20Request%20Form.pdf

SAF Subcontract Approval Form - Form required for approval to sublet the contract
http://connect.ncdot.gov/projects/construction/Gangion%20Forms/Subcontract%20Approval%20For
mM%20Rev.%202012.zip

JC-1Joint Check Notification Form - Form and procedures for joint check notificatiorhe form acts as
a written joint check agreement among the partiesiging full and prompt disclosure of the expected
use of joint checks.
http://connect.ncdot.gov/projects/construction/Gargion%20Forms/Joint%20Check%20Notification%
20Form.pdf
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Letter of Intent - Form signed by the Contractor and the MBE/WBE csultractor, manufacturer
or regular dealer that affirms that a portion oidseontract is going to be performed by the signed
MBE/WBE for the amount listed at the time of bid.
http://connect.ncdot.gov/letting/LetCentral/Lett&061%20Intent%20t0%20Perform%20as%20a%20Su
bcontractor.pdf

Listing of MBE and WBE Subcontractors Form - Form for entering MBE/WBE subcontractors on a
project that will meet this MBE and WBE goals. Jform is for paper bids only.
http://connect.ncdot.gov/municipalities/Bid%20Pre@lz%20for%20LGA%20Content/09%20MBE-
WBE%20Subcontractors%20(State).docx

Subcontractor Quote Comparison Sheet - Spreadsheet for showing all subcontractor quotélseirwork
areas where MBEs and WBEs quoted on the projedtis 3heet is submitted with good faith effort
packages.
http://connect.ncdot.gov/business/SmallBusinessibents/DBE%20Subcontractor%20Quote%20Com
parison%20Example.xls

MBE and WBE Goal

The following goals for participation by MinorityuBiness Enterprises and Women Business Enterprises
are established for this contract:

(A)  Minority Business Enterprisés0 %

(1) If the MBE goal is more than zero, the Contractor shall exercise all necessary and
reasonable steps to ensure that MBEs participate least the percent of the contract as
set forth above as the MBE goal.

(2) If the MBE goal is zero, the Contractor shall make an effort to recruitl arse MBEs
during the performance of the contract. Any MBEtipgation obtained shall be reported
to the Department.

(B) Women Business Enterprise® %

(1) If the WBE goal is more than zero, the Contractor shall exercise all necessary and
reasonable steps to ensure that WBESs participaa¢ mast the percent of the contract as
set forth above as the WBE goal.

(2) If the WBE goal is zero, the Contractor shall make an effort to recruitd arse WBEs
during the performance of the contract. Any WBHipgoation obtained shall be reported
to the Department.

Directory of Transportation Firms (Directory)

Real-time information is available about firms dpibusiness with the Department and firms that are
certified through NCUCP in the Directory of Trangiadion Firms. Only firms identified in the Direxy

as MBE and WBE certified shall be used to meetMi= and WBE goals respectively. The Directory
can be found at the following link. https://partnedot.gov/VendorDirectory/default.html

The listing of an individual firm in the directoshall not be construed as an endorsement of timesfir
capability to perform certain work.
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Listing of MBE/WBE Subcontractors

At the time of bid, bidders shall submit all MBEdBWBE participation that they anticipate to useiryr
the life of the contract. Only those identifiedmeet the MBE goal and the WBE goal will be consade
committed, even though the listing shall includethb@ommitted MBE/WBE subcontractors and
additional MBE/WBE subcontractors. Any additioMABE/WBE subcontractor participation submitted
at the time of bid will be used toward overall rawutral goals. Only those firms with current MBRd
WBE certification at the time of bid opening wile kacceptable for listing in the bidder's submittl
MBE and WBE participation. The Contractor shatlicgate the following required information:

(A)  If either the MBE or WBE goal is more than zero,

(1) Bidders, at the time the bid proposal is sutadit shall submit a listing of MBE/WBE
participation, including the names and addresses loging of MBE and
WBE Subcontractors contained elsewhere in the contract documentsdardor the bid to
be considered responsive. Bidders shall indidagetotal dollar value of the MBE and
WBE participation for the contract.

(2) If bidders have no MBE or WBE participationgyhshall indicate this on thesting of
MBE and WBE Subcontractors by entering the word “None” or the number “0.” iFform
shall be completed in its entiretyBlank forms will not be deemed to represent zero
participation. Bids submitted that do not have MBE and WBE pgrétion indicated on
the appropriate form will not be read publicly dgyithe opening of bids. The Department
will not consider these bids for award and the peap will be rejected.

(3) The bidder shall be responsible for ensurireg the MBE/WBE is certified at the time of
bid by checking the Directory of Transportationrks. If the firm is not certified at the
time of the bid-letting, that MBE’'s or WBE’s paipation will not count towards
achieving the corresponding goal.

(B) If either the MBE or WBE goal is zero, entries on th&isting of MBE and WBE Subcontractors are
not required for the zero goal, however any MBBMBE participation that is achieved during the
project shall be reported in accordance with regnénts contained elsewhere in the special
provision.

MBE or WBE Prime Contractor

When a certified MBE or WBE firm bids on a contrélcht contains MBE and WBE goals, the firm is
responsible for meeting the goals or making goatth fafforts to meet the goals, just like any other
bidder. In most cases, a MBE or WBE bidder on iatreat will meet one of the goals by virtue of the
work it performs on the contract with its own fosceHowever, all the work that is performed by the
MBE or WBE bidder and any other similarly certifisdbcontractors will count toward the goal. The
MBE or WBE bidder shall list itself along with atBE or WBE subcontractors, if any, in order to
receive credit toward the goals.

For example, on a proposed contract, the WBE go&D?%, and the MBE goal is 8%. A WBE bidder
puts in a bid where they will perform 40% of thentract work and have a WBE subcontractor which will
perform another 5% of the work. Together the twBBMirms submit on th&.isting of MBE and WBE
Subcontractors a value of 45% of the contract which fulfills tiéBE goal. The 8% MBE goal shall be
obtained through MBE participation with MBE cemitfi subcontractors or documented through a good
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faith effort. It should be noted that you cannotbine the two goals to meet an overall value. e
goals shall remain separate.

MBE/WBE prime contractors shall also follow Secs8oA or B listed undeListing of MBE/WBE
Subcontractors just as a non-MBE/WBE bidder would.

Written Documentation — Letter of Intent

The bidder shall submit written documentation facte MBE/WBE that will be used to meet the MBE
and WBE goals of the contract, indicating the brtkleommitment to use the MBE/WBE in the contract.
This documentation shall be submitted on the Depanmt’s form titledLetter of Intent.

The documentation shall be received in the offitéhe Engineer no later than 12:00 noon of thehsixt
calendar day following opening of bids, unlessslxth day falls on Saturday, Sunday or an offisiate
holiday. In that situation, it is due in the o#fiof the Engineer no later than 12:00 noon on #w n
official state business day.

If the bidder fails to submit the Letter of Intdnbm each committed MBE and WBE to be used toward
the MBE and WBE goals, or if the form is incompldies. both signatures are not present), the
MBE/WBE participation will not count toward meetinfpe MBE/WBE goal. If the lack of this
participation drops the commitment below either MBE or WBE goal, the Contractor shall submit
evidence of good faith efforts for the goal not noetmpleted in its entirety, to the Engineer rerahan
12:00 noon of the eighth calendar day followingrdpg of bids, unless the eighth day falls on Sayrd
Sunday or an official state holiday. In that sitoi, it is due in the office of the Engineer ntelathan
12:00 noon on the next official state business day.

Submission of Good Faith Effort

If the bidder fails to meet or exceed either the BVi& the WBE goal, the apparent lowest responsive
bidder shall submit to the Department documentadibadequate good faith efforts made to reach that
specific goal(s).

One complete set arilcopies of this information shall be received ia tffice of the Engineer no later
than 12:00 noon of the sixth calendar day followmgening of bids, unless the sixth day falls on
Saturday, Sunday or an official state holiday.tHat situation, it is due in the office of the Emger no
later than 12:00 noon on the next official stateibess day.

Note: Where the information submitted includesetéjpus solicitation letters, it will be acceptakib
submit a representative letter along with a distidn list of the firms that were solicited. Docentation

of MBE/WBE quotations shall be a part of the goadhf effort submittal. This documentation may
include written subcontractor quotations, telephtwmte notations of verbal quotations, or other typés
guotation documentation.

Consideration of Good Faith Effort for Projects with MBE/WBE Goals More Than Zero

Adequate good faith efforts mean that the biddek tall necessary and reasonable steps to achieve th
goal which, by their scope, intensity, and appmteness, could reasonably be expected to obtain
sufficient MBE/WBE patrticipation. Adequate goodthiaefforts also mean that the bidder actively and
aggressively sought MBE/WBE participation. Mg forma efforts are not considered good faith
efforts.
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The Department will consider the quality, quantapnd intensity of the different kinds of effortdider
has made. Listed below are examples of the typestmns a bidder will take in making a good faith
effort to meet the goals and are not intended t@isusive or exhaustive, nor is it intended toabe
mandatory checklist.

(A)

(B)

(©)

(D)

Soliciting through all reasonable and availabteans (e.g. attendance at pre-bid meetings,
advertising, written notices, use of verifiable otfenic means through the use of the NCDOT
Directory of Transportation Firms) the interest all certified MBEs/WBEsthat are also
prequalified subcontractors. The bidder must gdlgs interest within at least 10 days prior to
bid opening to allow the MBES/WBEs to respond t® s$blicitation. Solicitation shall provide the
opportunity to MBES/WBEs within the Division andrsaunding Divisions where the project is
located. The bidder must determine with certaihtyhe MBES/WBEs are interested by taking
appropriate steps to follow up initial solicitatgn

Selecting portions of the work to be perfornigdVIBES/WBESs in order to increase the likelihood
that the MBE and WBE goals will be achieved.

(1) Where appropriate, break out contract work #eimto economically feasible units to
facilitate MBE/WBE participation, even when therpe contractor might otherwise prefer
to perform these work items with its own forces.

(2) Negotiate with subcontractors to assume parthefresponsibility to meet the contract
MBE/WBE goals when the work to be sublet includesteptial for MBE/WBE
participation (29 and ¥ tier subcontractors).

Providing interested certified MBES/WBEs the¢ also prequalified subcontractors with adequate
information about the plans, specifications, argunements of the contract in a timely manner to
assist them in responding to a solicitation.

(1) Negotiating in good faith with interested BHEs/WBEs. It is the bidder's

responsibility to make a portion of the work avhieato MBE/WBE subcontractors and
suppliers and to select those portions of the warknaterial needs consistent with the
available MBE/WBE subcontractors and suppliers, a®» to faciltate MBE/WBE
participation. Evidence of such negotiation inésdhe names, addresses, and telephone
numbers of MBES/WBEs that were considered; a detson of the information provided
regarding the plans and specifications for the weellected for subcontracting; and
evidence as to why additional agreements could b®treached for MBES/WBEs
to perform the work.

(2) A bidder using good business judgment woulds@er a number of factors in negotiating
with subcontractors, including MBE/WBE subcontrastcand would take a firm’s price
and capabilities as well as contract goals intosiwaration. However, the fact that there
may be some additional costs involved in findingl aising MBES/WBESs is not in itself
sufficient reason for a bidder’s failure to meet ttontract MBE or WBE goals, as long as
such costs are reasonable. Also, the ability sirelef a prime contractor to perform the
work of a contract with its own organization doest melieve the bidder of the
responsibility to make good faith efforts. Biddiogntractors are not, however, required to
accept higher quotes from MBEsS/WBEs if the pricdfedence is excessive or
unreasonable.
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(E) Not rejecting MBES/WBEs as being unqualifiedtheut sound reasons based on a thorough
investigation of their capabilities. The biddestanding within its industry, membership in
specific groups, organizations, or associates afitigal or social affiliations (for example, union
vS. non-union employee status) are not legitimatgses for the rejection or non-solicitation of
bids in the bidder’s efforts to meet the projecalgo

(F Making efforts to assist interested MBEs/WBE®btaining bonding, lines of credit, or insurance
as required by the recipient or bidder.

(G) Making efforts to assist interested MBES/WBIBs abtaining necessary equipment, supplies,
materials, or related assistance or services.

(H) Effectively using the services of available omity/women community organizations;
minority/women contractors’ groups; Federal, Stat®d local minority/women business
assistance offices; and other organizations asatioon a case-by-case basis to provide assistance
in the recruitment and placement of MBES/WBEs. t@onhwithin 7 days from the bid opening
NCDOT’s Business Development Manager in the Busin@pportunity and Work Force
Development Unit to give notification of the bid&emnability to get MBE or WBE quotes.

0] Any other evidence that the bidder submits whiahwshthat the bidder has made reasonable good
faith efforts to meet the MBE and WBE goal.

In addition, the Department may take into accohatfollowing:

(1) Whether the bidder's documentation reflectdemrcand realistic plan for achieving the
MBE and WBE goals.

(2) The bidders’ past performance in meeting theBvid WBE goals.

(3) The performance of other bidders in meeting M2E and WBE goals. For example,
when the apparent successful bidder fails to meetgbals, but others meet it, you may
reasonably raise the question of whether, with taoddil reasonable efforts the apparent
successful bidder could have met the goals. I&afhgarent successful bidder fails to meet
the MBE and WBE goals, but meets or exceeds themageeMBE and WBE patrticipation
obtained by other bidders, the Department may viasy in conjunction with other factors,
as evidence of the apparent successful bidder iamade a good faith effort.

If the Department does not award the contract éoaparent lowest responsive bidder, the Department
reserves the right to award the contract to the texest responsive bidder that can satisfy to the
Department that the MBE and WBE goals can be m#étairan adequate good faith effort has been made
to meet the MBE and WBE goals.

Non-Good Faith Appeal

The Engineer will notify the contractor verballydam writing of non-good faith. A contractor may
appeal a determination of non-good faith made l&y @oval Compliance Committee. If a contractor
wishes to appeal the determination made by the Gtieenthey shall provide written notification tioet
Engineer. The appeal shall be made within 2 bgsimays of notification of the determination of nhon
good faith.
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Counting MBE/WBE Participation Toward Meeting MBE/W BE Goals

(A)

(B)

(©)

(D)

(E)

(F)

Participation

The total dollar value of the participation by areuoitted MBE/WBE will be counted toward the
contract goal requirements. The total dollar valtiparticipation by a committed MBE/WBE will
be based upon the value of work actually perforimethe MBE/WBE and the actual payments to
MBE/WBE firms by the Contractor.

Joint Checks

Prior notification of joint check use shall be reqd when counting MBE/WBE participation for

services or purchases that involves the use ofird gheck. Notification shall be through

submission of Form JC-Uoint Check Notification Form) and the use of joint checks shall be in
accordance with the Department's Joint Check Prresd

Subcontracts (Non-Trucking)

A MBE/WBE may enter into subcontracts. Work thalBE subcontracts to another MBE firm
may be counted toward the MBE contract goal requangt. The same holds for work that a WBE
subcontracts to another WBE firm. Work that a M&bcontracts to a non-MBE firm does not
count toward the MBE contract goal requirement.aidgthe same holds true for the work that a
WBE subcontracts to a non-WBE firm. If a MBE or WBcontractor or subcontractor
subcontracts a significantly greater portion of Wk of the contract than would be expected on
the basis of standard industry practices, it shallpresumed that the MBE or WBE is not
performing a commercially useful function. The MBBE may present evidence to rebut this
presumption to the Department. The Departmentssid@ on the rebuttal of this presumption
may be subject to review by the Office of Inspecd@neral, NCDOT.

Joint Venture

When a MBE or WBE performs as a participant in atjwenture, the Contractor may count
toward its contract goal requirement a portionhaf total value of participation with the MBE or
WBE in the joint venture, that portion of the totidllar value being a distinct clearly defined
portion of work that the MBE or WBE performs witis forces.

Suppliers

A contractor may count toward its MBE or WBE regumirent 60 percent of its expenditures for
materials and supplies required to complete thdraohand obtained from a MBE or WBE
regular dealer and 100 percent of such expendifuvesa MBE or WBE manufacturer.

Manufacturers and Regular Dealers

A contractor may count toward its MBE or WBE reguirent the following expenditures to
MBE/WBE firms that are not manufacturers or regualealers:

(1) The fees or commissions charged by a MBE/WBI& for providing abona fide service,
such as professional, technical, consultant, oragemal services, or for providing bonds
or insurance specifically required for the perfonca of
a DOT-assisted contract, provided the fees or casions are determined to be reasonable
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and not excessive as compared with fees and commsssustomarily allowed for similar
services.

(2) With respect to materials or supplies purchaedh a MBE/WBE, which is neither
a manufacturer nor a regular dealer, count thereer@mount of fees or commissions
charged for assistance in the procurement of théenm&s and supplies, or fees or
transportation charges for the delivery of matsr@l supplies required on a job site (but
not the cost of the materials and supplies therasg\provided the fees are determined to
be reasonable and not excessive as compared veishctestomarily allowed for similar
services.

Commercially Useful Function

(A)

(B)

MBE/WBE Utilization

The Contractor may count toward its contract geguirement only expenditures to MBEs and
WBEs that perform a commercially useful function ithe work of a contract.
A MBE/WBE performs a commercially useful functiomen it is responsible for execution of the
work of the contract and is carrying out its respbitities by actually performing, managing, and
supervising the work involved. To perform a comerety useful function, the MBE/WBE shall
also be responsible with respect to materials amgples used on the contract, for negotiating
price, determining quality and quantity, orderihg taterial and installing (where applicable) and
paying for the material itself. To determine wiegth MBE/WBE is performing a commercially
useful function, the Department will evaluate themoant of work subcontracted, industry
practices, whether the amount the firm is to bel paider the contract is commensurate with the
work it is actually performing and the MBE/WBE citedaimed for its performance of the work,
and any other relevant factors.

MBE/WBE Utilization in Trucking

The following factors will be used to determineaifMBE or WBE trucking firm is performing
a commercially useful function:

(1) The MBE/WBE shall be responsible for the mamaget and supervision of the entire
trucking operation for which it is responsible opaaticular contract, and there shall not be
a contrived arrangement for the purpose of meehiadVlBE or WBE goal.

(2) The MBE/WBE shall itself own and operate atsteane fully licensed, insured, and
operational truck used on the contract.

3) The MBE/WBE receives credit for the total valiethe transportation services it provides
on the contract using trucks it owns, insures, @petrates using drivers it employs.

(4) The MBE may subcontract the work to another MB#&#mM, including
an owner-operator who is certified as a MBE. Thens holds true that a WBE may
subcontract the work to another WBE firm, includaigowner-operator who is certified as
a WBE. When this occurs, the MBE or WBE who sulbcmts work receives credit for
the total value of the transportation servicessthiecontracted MBE or WBE provides on
the contract. It should be noted that every effivall be made by MBE and WBE
contractors to subcontract to the same certificatice., MBEs to MBEs and WBEs to
WBESs), in order to fulfill the goal requirement. hi§, however, may not always be
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possible due to the limitation of firms in the ardathe MBE or WBE firm shows a good
faith effort has been made to reach out to sinyilarértified transportation service
providers and there is no interest or availabilapd they can get assistance from other
certified providers, the Engineer will not hold gkeme liable for meeting the goal.

(5) The MBE/WBE may also subcontract the work tooa-MBE/WBE firm, including from
an owner-operator. The MBE/WBE who subcontraceswlork to a non-MBE/WBE is
entitled to credit for the total value of trans@bidin services provided by the non-
MBE/WBE subcontractor not to exceed the value afigportation services provided by
MBE/WBE-owned trucks on the contract. Additionarficipation by non-MBE/WBE
subcontractors receives credit only for the feeanmission it receives as a result of the
subcontract arrangement. The value of service®meed under subcontract agreements
between the MBE/WBE and the Contractor will not motowards the MBE/WBE contract
requirement.

(6) A MBE/WBE may lease truck(s) from an establgleguipment leasing business open to
the general public. The lease must indicate thatMBE/WBE has exclusive use of and
control over the truck. This requirement doespreclude the leased truck from working
for others during the term of the lease with thesemt of the MBE/WBE, so long as the
lease gives the MBE/WBE absolute priority for uséhe leased truck. This type of lease
may count toward the MBE/WBE's credit as long as dhniver is under the MBE/WBE's
payroll.

(7) Subcontracted/leased trucks shall display blean the dashboard the name of the
MBE/WBE that they are subcontracted/leased to hr@d bwn company name if it is not
identified on the truck itself. Magnetic door ssgare not permitted.

MBE/WBE Replacement

When a Contractor has relied on a commitment toBEMr WBE firm (or an approved substitute MBE
or WBE firm) to meet all or part of a contract goafjuirement, the contractor shall not terminae th
MBE/WBE for convenience. This includes, but is hotited to, instances in which the Contractor seek
to perform the work of the terminated subcontractath another MBE/WBE subcontractor, a non-
MBE/WBE subcontractor, or with the Contractor’s ofences or those of an affiliate. A MBE/WBE may
only be terminated after receiving the Engineergten approval based upon a finding of good cdose
the termination. The prime contractor must give MBE/WBE firm five (5) calendar days to respond to
the prime contractor’s notice of termination andise the prime contractor and the Department of the
reasons, if any, why the firm objects to the pre@absermination of its subcontract and why the
Department should not approve the action.

All requests for replacement of a committed MBE/WBEn shall be submitted to the Engineer for
approval on Form RF-IReplacement Request). If the Contractor fails to follow this proceduréne
Contractor may be disqualified from further biddiieg a period of up to 6 months.
The Contractor shall comply with the following fiaplacement of a committed MBE/WBE:
(A) Performance Related Replacement

When a committed MBE is terminated for good caussstated above, an additional MBE that was

submitted at the time of bid may be used to fultit MBE commitment. The same holds true if a
committed WBE is terminated for good cause, antaddil WBE that was submitted at the time
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of bid may be used to fulfill the WBE goal. A gofaith effort will only be required for removing
a committed MBE/WBE if there were no additional MBWBEs submitted at the time of bid to
cover the same amount of work as the MBE/WBE tras terminated.

If a replacement MBE/WBE is not found that can perf at least the same amount of work as the
terminated MBE/WBE, the Contractor shall submit @od faith effort documenting the steps
taken. Such documentation shall include, but edirhited to, the following:

1) Copies of written notification to MBES/WBEs thaeir interest is solicited in contracting
the work defaulted by the previous MBE/WBE or ifbsontracting other items of work in
the contract.

(2) Efforts to negotiate with MBES/WBEs for specifiubbids including, at a minimum:

(a) The names, addresses, and telephone numbersB&s/WBEs who were
contacted.

(b) A description of the information provided to MB/WBESs regarding the plans and
specifications for portions of the work to be penfied.

(3) A list of reasons why MBE/WBE quotes were notepted.

(4) Efforts made to assist the MBES/WBEs contaciedeeded, in obtaining bonding or
insurance required by the Contractor.

(B)  Decertification Replacement

(1) When a committed MBE/WBE is decertified by thBepartment after the
SAF (Qubcontract Approval Form) has been received by the Department, the Department
will not require the Contractor to solicit replacemh MBE/WBE participation equal to the
remaining work to be performed by the decertifiechf The participation equal to the
remaining work performed by the decertified firmllwaount toward the contract goal
requirement.

(2) When a committed MBE/WBE is decertified priay the Department receiving the
SAF (Qubcontract Approval Form) for the named MBE/WBE firm, the Contractor shall
take all necessary and reasonable steps to rephecdMBE/WBE subcontractor with
another similarly certified MBE/WBE subcontractor perform at least the same amount
of work to meet the MBE/WBE goal requirement. K8E/WBE firm is not found to do
the same amount of work, a good faith effort messbbmitted to NCDOT (see A herein
for required documentation).

Changes in the Work

When the Engineer makes changes that result irethection or elimination of work to be performeddy
committed MBE/WBE, the Contractor will not be remqa to seek additional participation. When the
Engineer makes changes that result in additionak v be performed by a MBE/WBE based upon the
Contractor's commitment, the MBE/WBE shall partat in additional work to the same extent as the
MBE/WBE participated in the original contract work.
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When the Engineer makes changes that result ia @drk, which has more than a minimal impact on the
contract amount, the Contractor shall seek additigrarticipation by MBES/WBEs unless otherwise
approved by the Engineer.

When the Engineer makes changes that result intaraton of plans or details of construction, and
portion or all of the work had been expected tpbdormed by a committed MBE/WBE, the Contractor
shall seek participation by MBES/WBESs unless othsgvapproved by the Engineer.

When the Contractor requests changes in the waittkrésult in the reduction or elimination of woHat
the Contractor committed to be performed by a MBBBV the Contractor shall seek additional
participation by MBES/WBEs equal to the reduced MBBE patrticipation caused by the changes.

Reports and Documentation

A SAF (Subcontract Approval Form) shall be submitted for all work which is to berfpemed by a
MBE/WBE subcontractor. The Department reservesridjat to require copies of actual subcontract
agreements involving MBE/WBE subcontractors.

When using transportation services to meet theraonttommitment, the Contractor shall submit a
proposed trucking plan in addition to the SAF. Tplan shall be submitted prior to beginning
construction on the project. The plan shall inelade names of all trucking firms proposed for diseir
certification type(s), the number of trucks owngdle firm, as well as the individual truck idemdé#tion
numbers, and the line item(s) being performed.

Within 30 calendar days of entering into an agregmeith a MBE/WBE for materials, supplies
or services, not otherwise documented by the SABpasified above, the Contractor shall furnish the
Engineer a copy of the agreement. The documentahall also indicate the percentage (60% or 100%)
of expenditures claimed for MBE/WBE credit.

Reporting Minority and Women Business Enterprise Pdicipation

The Contractor shall provide the Engineer with acoanting of payments made to all MBE and
WBE firms, including material suppliers and contoas at all levels (prime, subcontractor, or secoed
subcontractor). This accounting shall be furnisteethe Engineer for any given month by the enthef
following month. Failure to submit this informati@ccordingly may result in the following action:

(A)  Withholding of money due in the next partialypsstimate; or

(B) Removal of an approved contractor from the pedifjed bidders’ list or the removal of other
entities from the approved subcontractors list.

While each contractor (prime, subcontractor, 2ner tsubcontractor) is responsible for accurate
accounting of payments to MBES/WBEs, it shall be grime contractor’s responsibility to report all
monthly and final payment information in the cotregporting manner.

Failure on the part of the Contractor to submit tbguired information in the time frame specifiedym
result in the disqualification of that contractardaany affiliate companies from further bidding iutite
required information is submitted.
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Failure on the part of any subcontractor to sulthetrequired information in the time frame spedifie
may result in the disqualification of that contacand any affiliate companies from being approfoed
further work on future projects until the requiieébrmation is submitted.

Contractors reporting transportation services mtediby non-MBE/WBE lessees shall evaluate the value
of services provided during the month of the repgrperiod only.

At any time, the Engineer can request written w@atfon of subcontractor payments.

The Contractor shall report the accounting of paysi¢hrough the Department’s DBE Payment Tracking
System.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordaneéh Subarticle 102-15(J) of the
2012 Sandard Specifications may be cause to disqualify the Contractor.

SUBSURFACE INFORMATION:
(7-1-95) 450 SP1 G112 A

There isno subsurface information available on this projecthe Contractor shall make his own
investigation of subsurface conditions.

LOCATING EXISTING UNDERGROUND UTILITIES:
(3-20-12) 105 SP1 G115

Revise the2012 Sandard Specifications as follows:
Page 1-43, Article 105-8, line 28, after the firgentenceadd the following:

Identify excavation locations by means of pre-magkwith white paint, flags, or stakes or provide a
specific written description of the location in tlheate request.

RESOURCE CONSERVATION AND ENV. SUSTAINABLE PRACTICE S:
(5-21-13) (Rev. 5-19-15) 104-13 SP1 G118

In accordance with North Carolina Executive Orde8,INCGS 130A-309.14(3), and NCGS 136-28.8, it
is the objective of the Department to aid in thduction of materials that become a part of ourdsatste
stream, to divert materials from landfills, to findhys to recycle and reuse materials, to considdr a
minimize, where economically feasible, the envirental impacts associated with agency land use and
acquisition, construction, maintenance and faciitgnagement for the benefit of the Citizens of Nort
Carolina.

To achieve the mission of reducing environmentglaots across the state, the Department is committed
to supporting the efforts to initiate, develop ars® products and construction methods that incatpor
the use of recycled, solid waste products and enmentally sustainable practices in accordance with
Article 104-13 of thestandard Specifications.

Report the quantities of reused or recycled mdseadher incorporated in the project or divertead
landfills and any practice that minimizes the eommental impact on the project annually on the d2toj
Construction Reuse and Recycling Reporting Fornhe Project Construction Reuse and Recycling
Reporting Form and a location tool for local reayglfacilities are available at:



D6D3.POC.002 19 Columbus County

http://connect.ncdot.gov/resources/Environmentg#BANorth-Carolina-Recycling-Locations.aspx.

Submit the Project Construction Reuse and RecycReporting Form by August 1 annually to
valuemanagementunit@ncdot.goFor questions regarding the form or reportingape contact the State
Value Management Engineer at 919-707-4810.

DOMESTIC STEEL:
(4-16-13) 106 SP1 G120

Revise the2012 Sandard Specifications as follows:
Page 1-49, Subarticle 106-1(B) Domestic Steel, lin2<,replace the first paragraph with the following:

All steel and iron products that are permanenttorporated into this project shall be producedhia t
United States except minimal amounts of foreigrelsesnd iron products may be used provided the
combined material cost of the items involved doatsaxceed 0.1% of the total amount bid for therenti
project or $2,500, whichever is greater. If in@scshowing the cost of the material are not prakittee
amount of the bid item involving the foreign masémvill be used for calculations. This minimal aumb

of foreign produced steel and iron products peedifor use is not applicable to high strength faste.
Domestically produced high strength fasteners egaired.

OUTSOURCING OUTSIDE THE USA:
(9-21-04) (Rev. 5-16-06) SP1 G150

All work on consultant contracts, services consaend construction contracts shall be performethen
United States of America. No work shall be outsedroutside of the United States of America.

Outsourcing for the purpose of this provision is defined as fnactice of subcontracting labor, work,
services, staffing, or personnel to entities lodatetside of the United States.

The North Carolina Secretary of TransportationIsfygbrove exceptions to this provision in writing.

IRAN DIVESTMENT ACT:
(5-17-16) SP01 G151

As a result of the Iran Divestment Act of 2015 (Adtrticle 6E, N.C. General Statute § 147-86.5% th
State Treasurer published the Final Divestment (Listt) which includes the Final Divestment Listdr,

and the Parent and Subsidiary Guidance-lran. Thstseidentify companies and persons engaged in
investment activities in Iran and will be updatedery 180 days. The List can be found at
https://www.nctreasurer.com/inside-the-departmepef@@overnment/Pages/Iran-Divestment-Act-
Resources.aspx

By submitting the Offer, the Contractor certifitst, as of the date of this bid, it is not on thentcurrent
List created by the State Treasurer. The Comraoust notify the Department immediately if, atyan
time before the award of the contract, it is adidethe List.

As an ongoing obligation, the Contractor must watiife Department immediately if, at any time during
the contract term, it is added to the List. Caesiswith § 147-86.59, the Contractor shall nottract
with any person to perform a part of the work ifffee time the subcontract is signed, that persamithe
then-current List.



D6D3.POC.002 20 Columbus County

During the term of the Contract, should the Departhreceive information that a person is in viaatof
the Act as stated above, the Department will offeg person an opportunity to respond and the
Department will take action as appropriate and oexV for by law, rule, or contract.

GIFTS FROM VENDORS AND CONTRACTORS:
(12-15-09) 107-1 SP1 G152

By Executive Order 24, issued by Governor Perdod NaC.G.S.8 133-32, it is unlawful for any vendor

or contractor (i.e. architect, bidder, contractoonstruction manager, design professional, engineer
landlord, offeror, seller, subcontractor, suppligr,vendor), to make gifts or to give favors to &tate
employee of the Governor's Cabinet Agencies (i.elmiistration, Commerce, Correction, Crime
Control and Public Safety, Cultural Resources, Eemment and Natural Resources, Health and Human
Services, Juvenile Justice and Delinquency PremenRevenue, Transportation, and the Office of the
Governor). This prohibition covers those vendard eontractors who:

(A) Have a contract with a governmental agency; or
(B) Have performed under such a contract withinghst year; or
(C)  Anticipate bidding on such a contract in thiufe.

For additional information regarding the specifeguirements and exemptions, vendors and contractors
are encouraged to review Executive Order 24Nu@G.S § 133-32.

Executive Order 24 also encouraged and invitedrdsbete Agencies to implement the requirements and
prohibitions of the Executive Order to their agesci Vendors and contractors should contact ottage S
Agencies to determine if those agencies have addptecutive Order 24.

LIABILITY INSURANCE:
(5-20-14) SP1 G160

Revise the2012 Sandard Specifications as follows:

Page 1-60, Article 107-15 LIABILITY INSURANCE, line 16, add the following as the second sentence
of the third paragraph:

Prior to beginning services, all contractors shalbvide proof of coverage issued by a workers’
compensation insurance carrier, or a certificateamhpliance issued by the Department of Insuraace f
self-insured subcontractors, irrespective of whethaving regularly in service fewer than three
employees.

EROSION AND SEDIMENT CONTROL/STORMWATER CERTIFICATI ON:
(1-16-07) (Rev 11-22-16) 105-16, 225-2, 16 SP1 G180

General

Schedule and conduct construction activities inagamer that will minimize soil erosion and the résgl
sedimentation and turbidity of surface waters. @lymwith the requirements herein regardless of
whether or not a National Pollution discharge Efation System (NPDES) permit for the work is
required.

Establish a chain of responsibility for operati@amsl subcontractors’ operations to ensure thaEtbson
and Sediment Control/Stormwater Pollution Prevention Plan is implemented and maintained over the life
of the contract.
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(A)

(B)

(©)

(D)

Certified Supervisor - Provide a certified Erosion and Sediment Coffitokmwater Supervisor to
manage the Contractor and subcontractor operatiosigte compliance with Federal, State and
Local ordinances and regulations, and manage tladit@Q)@Control Program.

Certified Foreman - Provide a certified, trained foreman for eachstouction operation that
increases the potential for soil erosion or thespmes sedimentation and turbidity of surface
waters.

Certified Installer - Provide a certified installer to install or ditehe installation for erosion or
sediment/stormwater control practices.

Certified Designer - Provide a certified designer for the design lid erosion and sediment
control/stormwater component of reclamation plams, & applicable, for the design of the project
erosion and sediment control/stormwater plan.

Roles and Responsibilities

(A)

Certified Erosion and Sediment Control/Stormwater Supervisor - The Certified Supervisor shall

be Level Il and responsible for ensuring the emsmd sediment control/stormwater plan is
adequately implemented and maintained on the gr@ed for conducting the quality control

program. The Certified Supervisor shall be on phgject within 24 hours notice from initial

exposure of an erodible surface to the projeatalfacceptance. Perform the following duties:

(1) Manage Operations - Coordinate and schedulevtv& of subcontractors so that erosion
and sediment control/stormwater measures are éxgcuted for each operation and in a
timely manner over the duration of the contract.

(@) Oversee the work of subcontractors so that gpjate erosion and sediment
control/stormwater preventive measures are confdnmet each stage of the work.

(b) Prepare the required National Pollutant DisghaElimination System (NPDES)
Inspection Record and submit to the Engineer.

(c) Attend all weekly or monthly construction megjs to discuss the findings of the
NPDES inspection and other related issues.

(d) Implement the erosion and sediment controlstaater site plans requested.

(e) Provide any needed erosion and sediment césttbohwater practices for the
Contractor’'s temporary work not shown on the plaswugh as, but not limited to
work platforms, temporary construction, pumping rapens, plant and storage
yards, and cofferdams.

) Acquire applicable permits and comply with regments for borrow pits,
dewatering, and any temporary work conducted byQbetractor in jurisdictional
areas.

(9) Conduct all erosion and sediment control/stoatew work in a timely and
workmanlike manner.

(h) Fully perform and install erosion and sedimeontrol/stormwater work prior to
any suspension of the work.

(1) Coordinate with Department, Federal, State &odal Regulatory agencies on
resolution of erosion and sediment control/stormawatssues due to the
Contractor’s operations.

()] Ensure that proper cleanup occurs from vehideking on paved surfaces or any
location where sediment leaves the Right-of-Way.
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(k) Have available a set of erosion and sedimemtrotistormwater plans that are
initialed and include the installation date of Ba&inagement Practices. These
practices shall include temporary and permanenturgtcover and be properly
updated to reflect necessary plan and field charfigesuse and review by
Department personnel as well as regulatory agencies

Requirements set forth under the NPDES Perrlte Department's NPDES Stormwater
permit (NCS000250) outlines certain objectives amhagement measures pertaining to
construction activities. The permit referen®&3G010000, General Permit to Discharge
Sormwater under the NPDES, and states that the Departmeait Bitorporate the
applicable requirements into its delegated Ero@od Sediment Control Program for
construction activities disturbing one or more acof land. The Department further
incorporates these requirements on all contraatieldd and culvert work at jurisdictional
waters, regardless of size. Some of the requir&rae, but are not limited to:

(a) Control project site waste to prevent contatmmaof surface or ground waters of
the state, i.e. from equipment operation/mainteeanmnstruction materials,
concrete washout, chemicals, litter, fuels, lubwtsacoolants, hydraulic fluids, any
other petroleum products, and sanitary waste.

(b) Inspect erosion and sediment control/stormwdésices and stormwater discharge
outfalls at least once every 7 calendar days antdiwR4 hours after a rainfall
event of 0.5 inch that occurs within a 24 hour gebri Additional monitoring may
be required at the discretion of Division of Wateesources personnel if the
receiving stream is 303(d) listed for turbidity atfe project has had documented
problems managing turbidity.

(c) Maintain an onsite rain gauge or use the Depamt’'s Multi-Sensor Precipitation
Estimate website to maintain a daily record offedliramounts and dates.

(d) Maintain erosion and sediment control/stormwatspection records for review by
Department and Regulatory personnel upon request.

(e) Implement approved reclamation plans on alfrderpits, waste sites and staging
areas.

M Maintain a log of turbidity test results as lngd in the Department's Procedure for
Monitoring Borrow Pit Discharge.

(9) Provide secondary containment for bulk stor@igejuid materials.

(h) Provide training for employees concerning geheerosion and sediment
control/stormwater awareness, the Department's NEPD&Eormwater Permit
NCS000250 requirements, and the applicable regeinesrof theGeneral Permit,
NCG010000.

(1) Report violations of the NPDES permit to thegifreer immediately who will
notify the Division of Water Quality Regional Oféawithin 24 hours of becoming
aware of the violation.

Quality Control Program - Maintain a qualityntml program to control erosion, prevent
sedimentation and follow provisions/conditions efpits. The quality control program
shall:

(a) Follow permit requirements related to the Cactor and subcontractors’
construction activities.

(b) Ensure that all operators and subcontractorsitenhave the proper erosion and
sediment control/stormwater certification.



D6D3.POC.002 23 Columbus County

(B)

(©)

(c) Notify the Engineer when the required certifieefosion and sediment
control/stormwater personnel are not availablehenab site when needed.

(d) Conduct the inspections required by the NPDE$S.

(e) Take corrective actions in the proper timefraaserequired by the NPDES permit
for problem areas identified during the NPDES icsip@s.

M Incorporate erosion control into the work itiraely manner and stabilize disturbed
areas with mulch/seed or vegetative cover on aoseby-section basis.

(9) Use flocculants approved by state regulatorih@ities where appropriate and
where required for turbidity and sedimentation ieaun.

(h) Ensure proper installation and maintenanceeaofporary erosion and sediment
control devices.

(1) Remove temporary erosion or sediment contraliacts when they are no longer
necessary as agreed upon by the Engineer.

()] The Contractor’s quality control and inspectipnocedures shall be subject to
review by the Engineer. Maintain NPDES inspectienords and make records
available at all times for verification by the Enger.

Certified Foreman - At least one Certified Foreman shall be onsiteelach type of work listed
herein during the respective construction actigitie control erosion, prevent sedimentation and
follow permit provisions:

(1) Foreman in charge of grading activities
(2) Foreman in charge of bridge or culvert congtomcover jurisdictional areas
3) Foreman in charge of utility activities

The Contractor may request to use the same persahealevel Il Supervisor and Level ll
Foreman. This person shall be onsite wheneverteami®n activities as described above are
taking place. This request shall be approved byahgineer prior to work beginning.

The Contractor may request to name a single Ldveébieman to oversee multiple construction
activities on small bridge or culvert replacemergjgcts. This request shall be approved by the
Engineer prior to work beginning.

Certified Installers - Provide at least one onsite, Level | Certifietsthller for each of the
following erosion and sediment control/stormwatewe

(1) Seeding and Mulching

(2) Temporary Seeding

(3) Temporary Mulching

(4) Sodding

(5) Silt fence or other perimeter erosion/sedineamitrol device installations

(6) Erosion control blanket installation

(7) Hydraulic tackifier installation

(8) Turbidity curtain installation

(9) Rock ditch check/sediment dam installation

(10) Ditch liner/matting installation

(11) Inlet protection

(12) Riprap placement

(13) Stormwater BMP installations (such as but nlanited to level spreaders,
retention/detention devices)

(14) Pipe installations within jurisdictional areas
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If a Level | Certified Installer is not onsite, the Contractor may substitute eeLdJW-oreman for a
Level I Installer, provided the Level Il Foremannist tasked to another crew requiring Level I
Foreman oversight.

(D) Certified Designer - Include the certification number of the LevdtB Certified Designer on the
erosion and sediment control/stormwater compongall ceclamation plans and if applicable, the
certification number of the Level IlI-A Certifiedd3igner on the design of the project erosion and
sediment control/stormwater plan.

Preconstruction Meeting

Furnish the names of th€ertified Eroson and Sediment Control/Stormwater Supervisor, Certified
Foremen, Certified Installers and Certified Designer and notify the Engineer of changes in certified
personnel over the life of the contract within ¥slaf change.

Ethical Responsibility

Any company performing work for the North Carolibepartment of Transportation has the ethical
responsibility to fully disclose any reprimand asrdissal of an employee resulting from impropetings
or falsification of records.

Revocation or Suspension of Certification

Upon recommendation of the Chief Engineer to theifmation entity, certification forSupervisor,
Certified Foremen, Certified Installers and Certified Designer may be revoked or suspended with the
issuance of ahmmediate Corrective Action (ICA), Notice of Violation (NOV), or Cease and Desist Order

for erosion and sediment control/stormwater relagedes.

The Chief Engineer may recommend suspension or gpem revocation of certification due to the
following:

(A)  Failure to adequately perform the duties asngeff within this certification provision.

(B) Issuance of an ICA, NOV, or Cease and Desisle©r

(©) Failure to fully perform environmental commitnte as detailed within the permit conditions and
specifications.

(D) Demonstration of erroneous documentation ooty techniques.

(E) Cheating or copying another candidate’s worlanmexamination.

(F Intentional falsification of records.

(G) Directing a subordinate under direct or indiregpervision to perform any of the above actions.

(H) Dismissal from a company for any of the aboxasons.

0] Suspension or revocation of one’s certificatmnanother entity.

Suspension or revocation of a certification will sent by certified mail to the certificant and the
Corporate Head of the company that employs theficartt.

A certificant has the right to appeal any adversgoa which results in suspension or permanent
revocation of certification by responding, in wmgi to the Chief Engineer within 10 calendar dafysra
receiving notice of the proposed adverse action.
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Chief Engineer
1536 Mail Service Center
Raleigh, NC 27699-1536

Failure to appeal within 10 calendar days will tesuthe proposed adverse action becoming effeabir
the date specified on the certified notice. Failir appeal within the time specified will resulta waiver
of all future appeal rights regarding the adversgon taken. The certificant will not be allowed t
perform duties associated with the certificationimy the appeal process.

The Chief Engineer will hear the appeal and mak#eaision within 7 days of hearing the appeal.
Decision of the Chief Engineer will be final andMae made in writing to the certificant.

If a certification is temporarily suspended, thetiieant shall pass any applicable written exartiora
and any proficiency examination, at the conclusibthe specified suspension period, prior to having
certification reinstated.

Measurement and Payment

Certified Erosion and Sediment Control/Sormwater Supervisor, Certified Foremen, Certified Installers
andCertified Designer will be incidental to the project for which no elat compensation will be made.

EMPLOYMENT:
(11-15-11) (Rev. 1-17-12) 108, 102 SP1 G184

Revise the2012 Sandard Specifications as follows:

Page 1-20, Subarticle 102-15(Qyelete and replace with the following:

(O)  Failure to restrict a former Department employe@m@hibited by Article 108-5.

Page 1-65, Article 108-5 Character of Workmen, Metbds, and Equipment, line 32delete all of line

32, the first sentence of the second paragraphtlandirst word of the second sentence of the second

paragraph.

STATE HIGHWAY ADMINISTRATOR TITLE CHANGE:
(9-18-12) SP1 G185

Revise the2012 Sandard Specifications as follows:
Replace all references to “State Highway Admintstrawith “Chief Engineer”.

MATERIAL AND EQUIPMENT STORAGE AND PARKING

When work is not in progress, keep all personngliipmment, machinery, tools, construction debris and
supplies at least 40 ft. within barricades.

PAYMENT

The Contractor shall submit a separate invoiceyeguest for payment, for each pipe replacement
location. Requests may be submitted as soon asatido is completed. For any location requiringgen
than a month to complete, a request for partialmEayt for that site can be submitted, with Engineer
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approval. The amount of partial payments will bedazhon the work accomplished and accepted as of the
last day of the approved pay period.

All invoices shall clearly show the Road, Site Nwmnband Location, in conformance with the
SUMMARY OF QUANTITIES . In addition, they shall show the quantities @it placed, unit bid
prices and the total cost in conformance withG@NTRACT BID FORM .

Invoices shall be submitted to:
Mr. Drew Cox
NCDOT
1194 Prison Camp Road
Whiteville, NC 28472

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standarelcpations, a preconstruction conference will be
required prior to beginning work.
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PROJECT SPECIAL PROVISIONS

ROADWAY

MOBILIZATION

Mobilization shall be compensated as allowed iroetance with Article 800-2 of the Standard Speatfins.

Basis of payment for “Mobilization” shall be the cantract unit price for each pipe replacement locatio.

SHOULDER AND FILL SLOPE MATERIAL
(5-21-02) 235, 560 SP2 R45 A

Description

Perform the required shoulder and slope constmudtiothis project in accordance with the applieat#quirements of Section
560 and Section 235 of 12012 Sandard Specifications.

Measurement and Payment

Where the material has been obtained from an am#tbstockpile or from a borrow source no diregtrpant will be made for
this work, as the cost of this work will be parttieé work being paid at the contract lump sum piacésrading.

It shall be in the best interest of the Contrac¢tomutilize material generated for each site asslteof the work being
performed.

No additional payment shall be made for Borrow Emtin for this task, as this item shall be congdeincidental to the
lump sum price fofGrading.

COMPREHENSIVE GRADING

The Contractor is to grade this project to thedgpsections and details shown. Grading shalldmepcehensive grading as
defined in Section 226 of the Standard Specificesti@and shall include excavation for removal osgrg pipes and end walls;
excavation for the new end wall and pipe constomctcompacting roadway embankment section in camdarce with Section
235 of the Standard Specifications, and gradimgtaping of shoulders and ditches.

No earth material may be wasted or removed fromptgct unless deemed as unsuitable by the Engivegerial may be
stored on the existing roadway provided that adexciaarance is allowed.

The Contractor shall shape, compact, and gradeerilgankment, ditches, and shoulders to the linesjegt and typical
sections established by the plans or as directatidoyengineer. The contractor is advised to ma#letailed investigation of
the original state of such features prior to comaremoperations.

The contractor may utilize whatever methods deemesit efficient for the project provided that therlwonethods comply
with all applicable Federal, State, and local laerslinances, and regulations governing safety,theahd sanitation and that
the contractor will maintain slopes of 1.5:1 ottt#a in the course of excavating the existing erkbzent. The contractor shall
provide all safeguards, safety devices, and pirigtectquipment, and shall take any other neededregtion his own
responsibility that are reasonably necessary ttepr@roperty in connection with the performancéhef work covered by the
contract.

Basis of payment for “Grading” shall be the contrac¢ unit price for each pipe replacement location.

STOCKPILE AREAS

The Contractor shall install and maintain erosiontl devices sufficient to contain sediment abamy erodible material
stockpile areas as directed by the Engineer. Stiecipeas shall remain within existing NCDOT RigiitwWay.
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BORROW

The work covered by this item consists of the fsiniig and excavation of an approved material froooraractor supplied
location for use as a backfill material. Paymeiit e on cubic yard basis by truck measuremente Guantity of borrow
excavation to be paid will be the actual numbercubic yards of approved material, measured in suekich has been
excavated from the borrow source and incorporaterthe completed and accepted work. The recordpécity of any truck
used to transport the material will be adjustednaking a 25% deduction to allow for shrinkage draladjusted capacity will
be the quantity paid for. Contractor furnishedrbar and waste sites shall comply with section 28Ghe Standard
Specifications.A copy of the borrow source permit shall be providd to the inspector prior to hauling any materials.

Basis of payment for “Borrow Excavation” shall be he unit bid price per cubic yard.

PIPE INSTALLATION:
(11-20-12) (Rev. 8-18-15) 300 SP3 RO1

Revise the2012 Sandard Specifications as follows:

Page 3-1, Article 300-2, Materialsline 15, in the materials table, replattdowable Fill” and “Geotextiles” with the
following:

Iltem Sectior
Flowable Fill, Excavatae 100(-6
Grout, Type . 100:
Geotextiles, Type 4 1056

Page 3-1, Article 300-2, Materialslines 23-24, replace sentence with the following:

Provide foundation conditioning geotextile and getite to wrap pipe joints in accordance with Sattll056 for Type 4
geotextile.

Page 3-3, Subarticle 300-6(A), Rigid Pipdjne 2, in the first paragraph, replace “an appdow®n-shrink grout.” with
“grout.” and line 4, in the second paragraph, repldiltration geotextile” with “geotextile”.

Page 3-3, Article 300-7, Backfillinglines 37-38, in the first and second sentencelBefifth paragraph, replace “Excavatable
flowable fill” with “Flowable fill”.

AGGREGATE BASE COURSE

The Contractor shall furnish and place aggregase baurse in accordance with the provisions ofi@e&20 of the Standard
Specifications. The base shall be compacted tensity equal to that obtained by compacting a samplthe material in

accordance with AASHTO T180 as modified by the Depant. The Contractor shall dry or add moisturéhte material

when required to provide a uniformly compacted aoceptable base. When completed, the base chaltds smooth, hard,
dense, unyielding, and well bonded.

The Aggregate Base Course shall be placed, witlgnmdadway section over the arch pipe, on top@btckfill material to the
top of the subgrade of the roadway at an approxrdapth of twelve (12) inches. The aggregate basese shall extend one
(1) foot beyond the existing roadway width on esicte.

Payment will be made under the item "Aggregate Bamarse” and shall include, but not be limitedftonishing aggregate
and water, mixing, hauling, spreading materialsygacting, shaping, and maintaining the base course.

Basis of payment for “Aggregate Base Course” shalle the unit bid price per ton.
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#57 STONE / BACKFILL

7-18-06 SPIO -1

Description

The Contractor shall place #57 stone in accordavitte the details of the proposal and the followipigpvision. Backfill
material shall be #57 stone placed one (1) foatveehe pipe invert and a minimum of one (1) foobwabdthe top of the pipe.
An NCDOT approved soil engineering fabric shallrbguired on top of the #57 stone prior to placing Aggregate Base
Course. The contractor shall thoroughly and céelfackfill the pipe in accordance with plans.

Materials
ltem Sectior
. # 57 Ston 100t

Construction Methods

The stone shall be placed and compacted as dirbgtdte Engineer.

Measurement and Payment

#57 Sone will be measured and paid in tons that are coragland accepted. The stone will be measured by vetighed in
trucks on certified platform scales or other cextifweighing devices. The price and payment weéllfildl compensation for
furnishing, hauling, placing, and all incidentakrassary to complete the work.

Payment will be made under:

Pay Item Pay Unit
#57 Ston Ton

PIPE REMOVAL

All existing pipe and associated headwalls shalldmeoved. All pipe removal will be considered wasitaterial. It shall be the
responsibility of the Contractor to dispose of wati an approved construction landfill site or otheaste disposal site
provided by the contractor. A copy of the wastie giermit shall be provided to the inspector ptmrhauling off any
materials.

Payment will be for all labor, material, equipmea®tnoving, hauling, and disposal of removed pipe

Basis of payment for “Pipe Removal” shall be thetcact unit bid price per linear foot.

CONTRACTOR SUPPLIED PIPE

Each pipe required for this project shall be coatad aluminum alloy (CAAP), or reinforced concréRCP) in accordance
with the Summary of Quantities. Purchasing, exdagadnd placing the new pipes will be the respdtitsilof the contractor.

Only one pipe location may be opened at any giwea,tor as directed by the Engineer.

The pipes are required to be buried below the rstbea. The Department will provide invert pipe alians. The contractor
will then be responsible for backfilling in acconte with the details of the proposal, the NCD&andard Specifications, and
as directed by the Engineer. Backfill material bal#57 stone from one (1) foot below the pipeemito a minimum of one
(1) foot above the top and beyond the sides ofpipe. All #57 stone backfill materials shall be encapsutad with
engineering fabric (Foundation Conditioning Geotexle). Provide engineering fabric meeting the requiements of
Article 1056-2 of theStandard Specifications. All engineering fabric and geogrid will be considred incidental to the cost
of the pipe.

The Contractor shall thoroughly and carefully bétkie pipes in accordance with the details. Bdled areas shall be graded
and maintained in such a condition that erosiosaturation will not erode or damage the pipe fotiodeor backfill. Heavy
equipment shall not be operated over the pipes$ tinaty have been properly backfilled, and minimuorer as shown in the
details or as approved by the Engineer has beablissied.
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All material shall be inspected and approved byEhgineer after delivery to the project and prmiristallation.

Basis of payment will be the contract unit price pelinear foot for the listed diameter and type of ppe.

DEWATERING

All sites shall require dewatering. The preferreetimod for dewatering will be bypass pumping. Maisrused in impervious
dikes include but are not limited to steel she&tspiAqua Barriers, etc. This will include all m@ad labor and equipment
needed to satisfy the OSHA safety standards and@lsatisfy the guidelines of the attached envirental permits. A copy
of the environmental permits shall be onsite dudogstruction activities. Any violation of the petsncould result in fines.
The Contractor’s work shall be halted if the tuityideaches in excess of 50 NTU's. The Contractallsnot resume work
until corrections are made.

Included in this contract is a typical section ligpass pumping. The guidelines to be used forattisity can be found in the
Best Management Practices for Construction and tdiaamce Activities which are available as a dovadlon our web site.
The link can be found é&ittp://www.ncdot.org/doh/operations/BMP_manual/

Basis of payment for “Dewatering” will be the contiact unit price per each.

CRANE SAFETY 18-05)

Comply with the manufacturer specifications anditttions applicable to the operation of any andcedines and derricks.
Prime contractors, sub-contractors, and fully oferaental companies shall comply with the cur@otupational Safety and
Health Administration regulations (OSHA).

Submit all items listed below to the Engineer ptmmbeginning crane operations involving critigékl A critical lift is defined
as any lift that exceeds 75 percent of the manufacs crane chart capacity for the radius at whichload will be lifted or
requires the use of more than one crane. Changessonnel or equipment must be reported to thénEagand all applicable
items listed below must be updated and submittenl for continuing with crane operations.

Crane Safety Submittal List
Competent Person: Provide the name and qualifications of the “CotapePerson” responsible for crane safety anagjfti

operations. The named competent person will hagerélponsibility and authority to stop any workiatyt due to safety
concerns.

Riggers: Provide the qualifications and experience of theses responsible for rigging operations. Qualifiins and
experience should include, but not be limited teighit calculations, center of gravity determinasioselection and inspection
of sling and rigging equipment, and safe riggingatices.

Crane Inspections: Inspection records for all cranes shall be curaed readily accessible for review upon request.

Certifications: By July 1, 2006 crane operators performing critical lifts shadl ¢ertified by NC CCO (National Commission
for the Certification of Crane Operators), or dattorily complete the Carolinas AGC’s Professiotthne Operator's

Proficiency Program. Other approved nationally edited programs will be considered upon requestcrahe operators shall

also have a current CDL medical card. Submit adisinticipated critical lifts and correspondingume operator(s). Include
current certification for the type of crane opeda(emall hydraulic, large hydraulic, small lattiderge lattice) and medical

evaluations for each operator.

PATCHING:

The Contractor shall be responsible for patchimgrdadway back after the pipe installation. Thelpag
shall consist of Asphalt Concrete Surface CoursEype SF9.5A, or Asphalt Concrete Intermediate
Course — Type 119.0B as shown in the detail.

Remove existing pavement at the designated loation accordance with Section 250 of the
2012 Sandard Specifications.
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Place asphalt in lifts not exceeding 1.5 inchesTigne SF9.5A, or 4.0 inches for Type 119.0B. &8l
compaction equipment suitable for compacting smatlas. Use an approved compaction pattern to
achieve proper compaction.

Measurement and Payment

Patching Existing Pavement will be measured and paid as the actual numb&vrs of asphalt plant mix
complete and in place. The asphalt plant mixed nadteill be measured by being weighed in trucks on
certified platform scales or other certified weigdphidevices. The above price and payment will ite fu
compensation for all work covered by this provisimeluding but not limited to removal and disposél
all types of pavement; furnishing and applying taolat; furnishing, placing, and compacting of as#pha
plant mix; furnishing of asphalt binder for the hajp plant mix; and furnishing scales.

Patching Existing Pavement will be considered aomitem. Any provisions included in the contrduatt
provides for adjustments in compensation due taatians in the price of asphalt binder will not be
applicable to payment for the work covered by grisvision.

Payment will be made under:

Pay Item Pay Unit

Patching Existing Pavement Ton

MATERIALS:

(2-21-12) (Rev. 11-22-16) 1000, 1002, 1005, 10D3,81 1024, 1050, 1074, 1078, 1080, 1081, 10864,10837, 1092 SP10 RO1

Revise the2012 Sandard Specifications as follows:

Page 10-1, Article 1000-1, DESCRIPTION, lines 9-1@eplace the last sentence of the first paragraph
with the following:

Type IL, IP, IS or IT blended cement may be useatiiad of Portland cement.

Page 10-1, Article 1000-1, DESCRIPTION, line 14dd the following:
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If any change is made to the mix design, submiew mix design (with the exception of an approved
pozzolan source change).

If any major change is made to the mix design, alsbmit new test results showing the mix design
conforms to the criteria. Define a major changthtomix design as:

(1) A source change in coarse aggregate, fine ggtger cement.
(2) A pozzolan class or type change (e.g. Cladg &sh to Class C fly ash).

(3) A quantitative change in coarse aggregate @ppb an increase or decrease greater than 5%),
fine aggregate (applies to an increase or decrgr@sder than 5%), water (applies to an increase
only), cement (applies to a decrease only), or plarz(applies to an increase or decrease greater
than 5%).

Use materials which do not produce a mottled agmearthrough rusting or other staining of the het
concrete surface.

Page 10-1, Article 1000-2, MATERIALS, line 16; Pag&0-8, Subarticle 1000-7(A), Materials, line 8;
and Page 10-18, Article 1002-2, MATERIALS, line 9add the following to the table of item references:

Item Section
Type IL Blended Cement 1024-1

Page 10-1, Subarticle 1000-3(A), Composition and Bign, lines 25-27replace the second paragraph
with the following:

Fly ash may be substituted for cement in the msigteup to 30% at a rate of 1.0 Ib of fly ash tolea
pound of cement replaced.

Page 10-2, Subarticle 1000-3(A), Composition and Bign, lines 12-21delete the third paragraph
through the sixth paragraph beginning with “If azhange is made to the mix design, submit...” through
“...(applies to a decrease only).”
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Page 10-5, Table 1000-1, REQUIREMENTS FOR CONCRETEgplace with the following:

TABLE 1000-1
REQUIREMENTS FOR CONCRETE

Maximum Water-Cement Ratio Consistency Max. Cement Content

“— o SR Slump
© . . Non Air -
0 = o ©0° - i ° - . .
@ e OGFw Air-Entrained Entrained Q T Vibrated Non- Vibrated
3 5 . SN Concrete o c g
OS] £h = Concrete 5 Z 5
= Rounded Angular Rounded Angular s s Mi M Mi M
Aggregate | Aggre-gate = Aggregate = Aggre-gate in. ax. in. ax.
Units psi inch inch Ib/cy Ib/cy Ib/cy Ib/cy
AA 4,500 0.381 0.426 - - 3.5 - 639 715 -
AA Slip
Form 4,500 0.381 0.426 - - 15 - 639 715
] ) 5-7 dry
Drilled Pier 4,500 - - 0.450 0.450 - - - 640 800
7-9 wet
A 3,000 0.488 0.532 0.550 0.594 3.5 4 564 - 602
1.5
machine-
placed
B 2,500 0.488 0.567 0.559 0.630 ot 4 508 - 545
haﬁd»
placed
Sand Light-
weight 4,500 - 0.420 - - 4 - 715
Latex 3,000
Modified 7 day 0.400 0.400 - - 6 - 658
FIZ}‘:ngbalngi” 150 max. as needed as needed as needed as needed - Flow-able - - 40 100
at 56days
Flowable Fill 125 as needed as needed as needed as needed - Flow-able - - 100 as needed
non-excavatable
4,500 1.5slip
design, field form
Pavement 650 0.559 0.559 - - - 526 - - -
flexural, 3.0hand
design only place
Precast Sig%l'?a-l]ti)le as needed as needed - - 6 as needed as needed eded ne as needed as needed
Prestress petontract See Table | See Table - - 8 - 564 as needed

1078-1 1078-1

Page 10-6, Subarticle 1000-4(1), Use of Fly Ashnés 36-2,replace the first paragraph with the
following:

Fly ash may be substituted for cement in the msigieup to 30% at a rate of 1.0 Ib of fly ash tolea
pound of cement replaced. Use Table 1000-1 to whaterthe maximum allowable water-cementitious
material (cement + fly ash) ratio for the classksomcrete listed.

Page 10-7, Table 1000-3, MAXIMUM WATER-CEMENTITIOUS MATERIAL RATIO, delete the
table.

Page 10-7, Article 1000-5, HIGH EARLY STRENGTH PORT.AND CEMENT CONCRETE, lines
30-31,delete the second sentence of the third paragraph.

Page 10-19, Article 1002-3, SHOTCRETE FOR TEMPORARYSUPPORT OF EXCAVATIONS,
line 30, add the following at the end of Section 1002:

(H) Handling and Storing Test Panels
Notify the Area Materials Engineer when precondiauc or production test panels are made

within 24 hours of shooting the panels. Field carel protect test panels from damage in
accordance with ASTM C1140 until the Departmenhgperts panels to the Materials and Tests
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Regional Laboratory for coring.

Page 10-23, Table 1005-1, AGGREGATE GRADATION-COARE AGGREGATE, replace with the

following:

Std.
Size #

467M

57

57M

6M

67

78M

14M

oM
ABC
ABC(M)

Light-
WeightC

11/2" 1" 3/4"

100 90-100 20-55 0-15

100 95-100 - 35-70

- 100 90-100  20-55

- 100 95-100 -

- 100 95-100 -

- - 100 90-100

- - 100 90-100

- - - 100

- 100 75-97 -
100 @ 75-100 -

A. See Subarticle 1005-4(A).
B. See Subarticle 1005-4(B).

TABLE 1005-1
AGGREGATE GRADATION - COARSE AGGREGATE

Percentage of Total by Weight Passing

1/2"

0-10

25-60

25-45

20-55

98-100

100

100

55-80

45-79

100

3/8"

0-20

20-55

75-100

98-100

98-100

80-100

#4 #8  #10  #16  #40
0-5 - - - -
0-10 05 - - -
0-10 05 - - -
0-8 - - - -
0-10 05 - - -

20-45 = 0-15 - - -

35-70  5-20 - 08 -

85-100 10-40 - 010 -

35-55 - 25-45 - 14-30

20-40 - 0-25 - -
5-40  0-20 - 010 -

C. For Lightweight Aggregate used in Structural Cotereee Subarticle 1014-2(E)(6).

#200

4-12

0-12

0-2.5

Remarks

Asphalt Plant Mix

Asphalt Plant Mix

AST, Sediment Control
Stone

AST, Structural Concrete,
Shoulder Drain Stone,
Sediment Control Stone

AST, Concrete Pavement

AST

Asphalt Plant Mix, AST,
Structural Concrete

Asphalt Plant Mix, AST,

Structural Concrete, Weep
Hole Drains

Asphalt Plant Mix, AST,
Structural Concrete, Weep
Hole Drains

AST

Aggregate Base Course,
Aggregate Stabilization

Maintenance Stabilization

AST
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Page 10-39, Article 1016-3, CLASSIFICATIONS, line27-32, replace with the following:

Select material is clean, unweathered durabletddack material obtained from an approved source.
While no specific gradation is required, the belmteria will be used to evaluate the materialsvisual
acceptance by the Engineer:

(A)  Atleast 50% of the rock has a diameter of fromfiL.té 3 ft,
(B)  30% of the rock ranges in size from 2” to 1.5 fdiameter, and
(C)  Not more than 20% of the rock is less than 2” smatter. No rippable rock will be permitted.

Page 10-40, Tables 1018-1 and 1018-2, PIEDMONT, WESRN AND COASTAL AREA
CRITERIA FOR ACCEPTANCE OF BORROW MATERIAL, under second column in both tables,
replace second row with the following:

Acceptable, but not to be used in the top 3 ftrobankment or backfill
Page 10-46, Article 1024-1, PORTLAND CEMENT, line 3, add the following as the ninth paragraph:

Use Type IL blended cement that meets AASHTO M 24@gept that the limestone content is limited to
between 5 and 12% by weight and the constituerdht Ba interground. Class F fly ash can replace a
portion of Type IL blended cement and shall beaegpdl as outlined in Subarticle 1000-4(1) for Podla
cement. For mixes that contain cement with alkahtent between 0.6% and 1.0% and for mixes that
contain a reactive aggregate documented by therDe@at, use a pozzolan in the amount shown in Table
1024-1.

Page 10-46, Table 1024-1, POZZOLANS FOR USE IN PORRAND CEMENT CONCRETE,
replace with the following:

TABLE 1024-1
POZZOLANS FOR USE IN PORTLAND CEMENT CONCRETE
Pozzolan Rate

20% - 30% by weight of required cement content
Class F Fly Ash with 1.0 Ib Class F fly ash per Ib of cement repth
Ground Granulated Blast 35%-50% by weight of required cement content

Furnace Slag with 1.0 Ib slag per Ib of cement replaced
Microsilica 4_1%-8% by v_veight_ of required cement content
with 1.0 Ib microsilica per Ib of cement replaced

Page 10-47, Subarticle 1024-3(B), Approved Sourcdsies 16-18replace the second sentence of the
second paragraph with the following:

Tests shall be performed by AASHTO’s designatedddat Transportation Product Evaluation Program
(NTPEP) laboratory for concrete admixture testing.

Page 10-65, Article 1050-1, GENERAL, line 4Xeplace the first sentence with the following:

All fencing material and accessories shall meeti&ed06.
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Page 10-115, Subarticle 1074-7(B), Gray lron Castys, lines 10-11yeplace the first two sentences
with the following:

Supply gray iron castings meeting all facets of AA® M 306 excluding proof load. Proof load testing
will only be required for new casting designs dgrithe design process, and conformance to M306
loading (40,000 Ib.) will be required only when @dton the design documents.

Page 10-126, Table 1078-1, REQUIREMENTS FOR CONCRH, replace with the following:

TABLE 1078-1
REQUIREMENTS FOR CONCRETE

28 Day Design 28 Day Design

Property Compressive Strength Compressive
6,000 psi or less Strength ,
’ greater than 6,000 psi
Maximum Water/Cementitious Material Ratio 0.45 0.40
Maximum Slump without HRWR 3.5" 3.5"
Maximum Slump with HRWR 8" 8"
Air Content (upon discharge into forms) 5+ 2% 3%

Page 10-151, Article 1080-4, INSPECTION AND SAMPLING, lines 18-22 replace (B), (C) and (D)
with the following:

(B) Atleast 3 panels prepared as specified inl®.5f AASHTO M 300, Bullet Hole Immersion Test.
(C)  Atleast 3 panels of 4"x6"x1/4" for the ElcomeAdhesion Pull Off Test, ASTM D4541.

(D) A certified test report from an approved indegent testing laboratory for the Salt Fog Resistanc
Test, Cyclic Weathering Resistance Test, and Buflele Immersion Test as specified in
AASHTO M 300.

(E) A certified test report from an approved indegent testing laboratory that the product has been
tested for slip coefficient and meets AASHTO M268ss B.

Page 10-161, Subarticle 1081-1(A), Classificationsines 29-33, delete first 3 sentences of the
description for Type 2 and replace with the follagi

Type 2 - A low-modulus, general-purpose adhesive used ixyepmrtar repairs. It may be used to patch spalled
cracked or broken concrete where vibration, shoaxpansion and contraction are expected.

Page 10-162, Subarticle 1081-1(A), Classificationfmes 4-7,delete the second and third sentences of
the description for Type 3ALines 16-22,delete Types 6A, 6B and 6C.

Page 10-162, Subarticle 1081-1(B), Requirementsidis 26-30yeplace the second paragraph with the
following:

For epoxy resin systems used for embedding dowesl, bareaded rods, rebar, anchor bolts and other
fixtures in hardened concrete, the manufacturelt saamit test results showing that the bondingesys

will obtain 125% of the specified required yieldestgth of the fixture. Furnish certification thé&r the
particular bolt grade, diameter and embedment degafhired, the anchor system will not fail by adhes
failure and that there is no movement of the andtlodt: For certification and anchorage, use 3,06(as
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Use adhesives that meet

the minimum Portland cement concrete compressiemgth used in this test.

Section 1081.

List the properties of the adhesive on the contasred include density, minimum and maximum

temperature application, setting time, shelf Ifet life, shear strength and compressive strength.

Page 10-163, Table 1081-1, PROPERTIES OF MIXED EPOXRESIN SYSTEMS, replace with the

following:

TABLE 1081-1
PROPERTIES OF MIXED EPOXY RESIN SYSTEMS

Property Type 1 Type 2 Type 3 Type Type Type Type 5
3A 4A 4B
Viscosity-Poises at 77°F + 2°F Gel 10-30 25-75 Gel 40-150 40-150 1-6
Spindle No. - 3 4 -- 4 4 2
Speed (RPM) - 20 20 -- 10 10 50
Pot Life (Minutes) 20-50 30-60 20-50 5-50 40-80 40-80 20-60

Minimum Tensile Strength at 1,500 2,000 4,000 4,000 1,500 1,500 4,000
7 days (psi)

Tensile Elongation at 7 days (%) 30 min. | 30 min. 2-5 2-5 5-15 5-15 2-5

Min. Compressive Strength of 3,000 4,000- 6,000- 6,000 3,000 3,000 6,000

2". mortar cubes at 24 hours = (Neat) (Neat)
Min. Compressive Strength of 5,000 - - - - 5,000 -
2" mortar cubes at 7 days (Neat)
Maximum Water Absorption (%) 1.5 1.0 1.0 15 1.0 1.0 1.0

Min. Bond Strength Slant Shear 1,500 1,500 2,000 2,000 1,500 1,500 1,500
Test at 14 days (psi)

Page 10-164, Subarticle 1081-1(E), Prequalificatiprines 31-33,replace the second sentence of the

first paragraph with the following:

Manufacturers choosing to supply material for Dapant jobs must submit an application through the

Value Management Unit with the following informatidor each type and brand name:
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Page 10-164, Subarticle 1081-1(E)(3), line I&place with the following:
(3) Type of the material in accordance with Aggll081-1 and 1081-4,

Page 10-165, Subarticle 1081-1(E)(6), line 1n the first sentence of the first paragraph replac
“AASHTO M 237" with “the specifications”.

Page 10-165, Subatrticle 1081-1(E), Prequalificatipriine 9-10,delete the second sentence of the last
paragraph.

Page 10-165, Subarticle 1081-1(F), Acceptance, lidd, in the first sentence of the first paragraph
replace “Type 1” with “Type 3”.

Page 10-169, Subarticle 1081-3(G), Anchor Bolt Adberes,delete this subarticle.

Page 10-170, Article 1081-3, HOT BITUMEN, line 9add the following at the end of Section 1081:
1081-4 EPOXY RESIN ADHESIVE FOR BONDING TRAFFIC MAR KINGS

(A) General

This section covers epoxy resin adhesive for banttiaffic markers to pavement surfaces.

(B) Classification
The types of epoxies and their uses are as sholewbe

Type | —Rapid Setting, High Viscosity, Epoxy Adhesive. Ttype of adhesive provides rapid adherence
to traffic markers to the surface of pavement.

Type Il — Standard Setting, High Viscosity, Epoxy AdhesivaisTtype of adhesive is recommended for
adherence of traffic markers to pavement surfadesnwapid set is not required.

Type Ill — Rapid Setting, Low Viscosity, Water Resistant, Bpéxdhesive. This type of rapid setting
adhesive, due to its low viscosity, is appropr@téy for use with embedded traffic markers.

Type IV — Standard Set Epoxy for Blade Deflecting-Type Ploleabarkers.
(C) Requirements

Epoxies shall conform to the requirements set forthASHTO M 237.

(D) Prequalification

Refer to Subatrticle 1081-1(E).

(E) Acceptance

Refer to Subarticle 1081-1(F).

Page 10-173, Article 1084-2, STEEL SHEET PILES, les 37-38,replace first paragraph with the
following:

Steel sheet piles detailed for permanent applioatghall be hot rolled and meet ASTM A572 or ASTM
A690 unless otherwise required by the plans. Steeét piles shall be coated as required by thespla
Galvanized sheet piles shall be coated in accoedanit Section 1076. Metallized sheet piles shall
metallized in accordance to the Project SpeciaviBimn “Thermal Sprayed Coatings (Metallization)”
with an 8 mil, 99.9% aluminum alloy coating and.& énil seal coating. Any portion of the metallized
sheet piling encased in concrete shall receive raebacoat. The barrier coat shall be an approved
waterborne coating with a low-viscosity which rdadibsorbs into the pores of the aluminum thermal
sprayed coating. The waterborne coating shallgpdiexd at a spreading rate that results in a theate
1.5 mil dry film thickness. The manufacturer shedlue a letter of certification that the resinroistry of
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the waterborne coating is compatible with the 99 &%minum thermal sprayed alloy and suitable for
tidal water applications.

Page 10-174, Subarticle 1086-1(B)(1), Epoxy, lin&8-24,replace with the following:
The epoxy shall meet Article 1081-4.

The 2 types of epoxy adhesive which may be usedligpe |, Rapid Setting, and Type Il, Standard
Setting. Use Type Il when the pavement temperatsr@above 60°F or per the manufacturer's
recommendations whichever is more stringent. UgeseT when the pavement temperature is between
50°F and 60°F or per the manufacturer’'s recommasnaatvhichever is more stringent. Epoxy adhesive
Type |, Cold Set, may be used to attach temporamement markers to the pavement surface when the
pavement temperature is between 32°F and 50°Fraheenanufacturer’s recommendations whichever is
more stringent.

Page 10-175, Subarticle 1086-2(E), Epoxy Adhesivdisie 27, replace “Section 1081” with “Article
1081-4".

Page 10-177, Subarticle 1086-3(E), Epoxy Adhesivdisie 22, replace “Section 1081” with “Article
1081-4".

Page 10-179, Subarticle 1087-4(A), Composition, &8 39-41 replace the third paragraph with the
following:

All intermixed and drop-on glass beads shall noitam more than 75 ppm arsenic or 200 ppm lead.

Page 10-180, Subarticle 1087-4(B), Physical Charadistics, line 8,replace the second paragraph with
the following:

All intermixed and drop-on glass beads shall comythh NCGS § 136-30.2 and 23 USC § 109(r).

Page 10-181, Subatrticle 1087-7(A), Intermixed andrbp-on Glass Beads, line 24add the following
after the first paragraph:

Use X-ray Fluorescence for the normal sampling @dace for intermixed and drop-on beads, without
crushing, to check for any levels of arsenic awmd lelf any arsenic or lead is detected, the sasipd be
crushed and repeat the test using X-ray Fluorescetcthe X-ray Fluorescence test shows more than
LOD of 5 ppm, test the beads using United Statedar&mmental Protection Agency Method 60108,
6010C or 3052 for no more than 75 ppm arsenic 6rgiin lead.

GROUT PRODUCTION AND DELIVERY:
(3-17-15) 1003 SP10 R20

Revise the2012 Sandard Specifications as follows:
Replace Section 1003 with the following:

SECTION 1003
GROUT PRODUCTION AND DELIVERY

1003-1 DESCRIPTION

This section addresses cement grout to be usedtifoctures, foundations, retaining walls, concrete
barriers, embankments, pavements and other applisaih accordance with the contract. Produce non-
metallic grout composed of Portland cement and watel at the Contractor’'s option or as required,
aggregate and pozzolans. Include chemical adneistas required or needed. Provide sand cement or
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neat cement grout as required. Define “sand cegpenit” as grout with only fine aggregate and “neat
cement grout” as grout without aggregate.

The types of grout with their typical uses arelasx below:

Type 1— A cement grout with only a 3-day strength regjment and a fluid consistency that is typically
used for filling subsurface voids.

Type 2 — A nonshrink grout with strength, height change #8ow conforming to ASTM C1107 that is
typically used for foundations, ground anchors soiti nails.

Type 3 — A nonshrink grout with high early strength amdeze-thaw durability requirements that is
typically used in pile blockouts, grout pocketseahkeys, dowel holes and recesses for concretiersar
and structures.

Type 4 — A neat cement grout with low strength, a flumhsistency and high fly ash content that is
typically used for slab jacking.

Type 5- A low slump, low mobility sand cement grout withinimal strength that is typically used for
compaction grouting.

1003-2 MATERIALS

Refer to Division 10.

Item Section
Chemical Admixtures 1024-3
Fine Aggregate 1014-1
Fly Ash 1024-5
Ground Granulated Blast Furnace Slag 1024-6
Portland Cement 1024-1
Silica Fume 1024-7
Water 1024-4

Do not use grout that contains soluble chloridesnore than 1% soluble sulfate. At the Contractor’'s
option, use an approved packaged grout insteabeofmaterials above except for water. Use packaged
grouts that are on the NCDOT Approved Products List

Use admixtures for grout that are on the NCDOT Appd Products List or other admixtures in
accordance with Subarticle 1024-3(E) except do us® concrete additives or unclassified or other
admixtures in Type 4 or 5 grout. Use Class F filg &or Type 4 grout and Type Il Portland cement for
Type 5 grout.

Use well graded rounded aggregate with a gradalicgpnd limit (LL) and plasticity index (PI) that eet
Table 1003-1 for Type 5 grout. Fly ash may be suhed for a portion of the fines in the aggregaio
not use any other pozzolans in Type 5 grout.
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TABLE 1003-1
AGGREGATE REQUIREMENTS FOR TYPE 5 GROUT

Gradation , - :
: : : . Maximum Liquid Maximum
Sieve Designation Percentage_Passmg Limit Plasticity Index
per AASHTO M 92 (% by weight)

3/8" 100

No. 4 70 -95

No. 8 50 -90
No. 16 30-80 N/A N/A
No. 30 25-70
No. 50 20 -50
No. 100 15-40
No. 200 10-30 25 10

1003-3 COMPOSITION AND DESIGN

When using an approved packaged grout, a groutiesign submittal is not required. Otherwise, stibmi
proposed grout mix designs for each grout mix toubed in the work. Mixes for all grout shall be
designed by a Certified Concrete Mix Design Teclamior an Engineer licensed by the State of North
Carolina. Mix proportions shall be determined kesting laboratory approved by the DepartmentseBa
grout mix designs on laboratory trial batches thatt Table 1003-2 and this section. With permmssio
the Contractor may use a quantity of chemical atlmexwithin the range shown on the current list of
approved admixtures maintained by the MaterialsTaagts Unit.

Submit grout mix designs in terms of saturatedam@fdry weights on Materials and Tests Form 312U at
least 35 days before proposed use. Adjust batgboptions to compensate for surface moisture coathi

in the aggregates at the time of batching. Chamg® saturated surface dry mix proportions wit be
permitted unless revised grout mix designs have babmitted to the Engineer and approved.

Accompany Materials and Tests Form 312U with anigstof laboratory test results of compressive
strength, density and flow or slump and if appliealaggregate gradation, durability and height glean
List the compressive strength of at least threeubés at the age of 3 and 28 days.

The Engineer will review the grout mix design fangpliance with the contract and notify the Conipact
as to its acceptability. Do not use a grout miklwaritten notice has been received. Acceptanicthe
grout mix design or use of approved packaged grdoes not relieve the Contractor of his respornigjbil
to furnish a product that meets the contract. Updtien request from the Contractor, a grout nesign
accepted and used satisfactorily on any Departpr@jgct may be accepted for use on other projects.
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Perform laboratory tests in accordance with thie¥ahg test procedures:

Property Test Method
Aggregate Gradatidn AASHTO T 27
Compressive Strength AASHTO T 106
AASHTO T 121,
Density (Unit Weight) AASHTO T 13%,
ANSI/API RF- 13B-18 (Section 4, Mud Balance)
Durability AASHTO T 167
Flow ASTM C939 (Flow Cone)
Height Change ASTM C1080
Slump AASHTO T 119
A. Applicable to grout with aggregate.
B. Applicable to Neat Cement Grout.
C. American National Standards Institute/American #letrm Institute Recommended Practice.
D. Procedure A (Rapid Freezing and Thawing in Wateguired.
E. Moist room storage required.

1003-4 GROUT REQUIREMENTS

Provide grout types in accordance with the contratéte grouts with properties that meet Table 1P03-
The compressive strength of the grout will be cdeisad the average compressive strength test regults
three 2" cubes at each age. Make cubes that n&HAO T 106 from the grout delivered for the work
or mixed on-site. Make cubes at such frequencgetha Engineer may determine and cure them in
accordance with AASHTO T 106.

TABLE 1003-2
GROUT REQUIREMENTS

. f CMinimum_ Height i
ype o ompressive A B inimum
Grout Strength at a?ggr(]:g;s Flow™/Slump Durability Factor
3 days 28 days
1 3,000 psi - - 10 — 30 sec -
2 Table Fluid Consistency -
Per Accepted
: Grout Mix Design/
3 5,000 psi - 0—0.2% Approved g 80
Packaged Grout
4P 600 psi 1,500 psi — 10 — 26 sec —
5 - 500 psi - 1-3" -

A. Applicable to Type 1 through 4 grouts.
B. Applicable to Type 5 grout.
C. ASTM C1107.

D. Use Type 4 grout with proportions by volume of Itg@ment and 3 parts fly ash.
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1003-5 TEMPERATURE REQUIREMENTS

When using an approved packaged grout, follow tlufacturer’s instructions for grout and air
temperature at the time of placement. Otherwlse grout temperature at the time of placement &wall
not less than 5 nor more than 9. Do not place grout when the air temperaturesonea at the
location of the grouting operation in the shade\aftsam artificial heat is below 40°F.

1003-6 ELAPSED TIME FOR PLACING GROUT

Agitate grout continuously before placement. Ratputhe delivery so the maximum interval between
the placing of batches at the work site does noeed 20 minutes. Place grout before exceeding the
times in Table 1003-3. Measure the elapsed timihegime between adding the mixing water to the
grout mix and placing the grout.

TABLE 1003-3
ELAPSED TIME FOR PLACING GROUT
(with continuous agitation)

. Maximum Elapsed Time
Air or Grout

Temperature No Re_tarding Retqrding
Whichever is Hiéher Admixture Admixture
Used Used
90°F or above 30 minutes 1 hr. 15 minutes
80°F through 89F 45 minutes 1 hr. 30 minutes
79°F or below 60 minutes 1 hr. 45 minutes

1003-7 MIXING AND DELIVERY

Use grout free of any lumps and undispersed cem@viten using an approved packaged grout, mix
grout in accordance with the manufacturer's ingtoms. Otherwise, comply with Articles 1000-8
through 1000-12 to the extent applicable for gimsitead of concrete.
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PROJECT SPECIAL PROVISIONS

EROSION CONTROL

EROSION AND STORMWATER CONTROL FOR SHOULDER CONSTRU CTION AND
RECONSTRUCTION:

(11-16-10) (Rev. 8-21-12) 105-16, 225-2, Divisidh 1 SP16 RO3R

Land disturbing operations associated with shoutdestruction/reconstruction may require erosiot an
sediment control/stormwater measure installatioatidsial Pollutant Discharge Elimination System
(NPDES) inspection and reporting may be required.

Erosion control measures shall be installed pertbsion control detail in any area where the \ageit
buffer between the disturbed area and surface svggeams, wetlands, or open waters) or drainage i

is less than 10 feet. The Engineer may reduce #getated buffer threshold for this requirement to a
value between 5 and 10 feet. Erosion control measshall be spot checked every 14 days until
permanent vegetative establishment.

In areas where shoulder construction/reconstrudtiolndes disturbance or grading on the front slope
to the toe of fill, relocating ditch line or bactpke, or removing vegetation from the ditch linesasale,
NPDES inspection and monitoring are required evetydays or within 24 hours of a rainfall event of
0.5" or greater. Maintain daily rainfall recordsistall erosion control measures per detail.

In areas where the vegetated buffer is less thaeetthetween the disturbed area and waters dStie
classified as High Quality Water (HQW), Outstandigsource Water (ORW), Critical Areas, or Unique
Wetlands, NPDES inspection and monitoring are reguevery 14 days or within 24 hours of a rainfall
event of 0.5" or greater. The Engineer may redheesegetated buffer threshold for this requiremera
value between 5 and 10 feet. The plans or prawssiwill indicate the presence of these water
classifications. Maintain daily rainfall recordBistall erosion control measures per detail.

Land disturbances hardened with aggregate mateniatseiving sheet flow are considered
non-erodible.

Sites that require lengthy sections of silt fen@ymsubstitute with rapid permanent seeding and mmuc
as directed by the Engineer.

NPDES documentation shall be performed by a Lebdtrbsion and Sediment Control/Stormwater
certificate holder.

Materials used for erosion control will be measuaiad paid as stated in the contract.
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STABILIZATION REQUIREMENTS:
(5-1-15) S-2

Stabilization for this project shall comply withethime frame guidelines as specified by the NCGB0DO
general construction permit effective August 3, R(4&sued by the North Carolina Department of
Environment and Natural Resources Division of W&eiality. Temporary or permanent ground cover
stabilization shall occur within 7 calendar daysnfrthe last land-disturbing activity, with the fmNing
exceptions in which temporary or permanent groumeecshall be provided in 14 calendar days from the
last land-disturbing activity:

» Slopes between 2:1 and 3:1, with a slope lengtOdt. or less
» Slopes 3:1 or flatter, with a slope of length offé@r less
» Slopes 4:1 or flatter

The stabilization timeframe for High Quality Wat@dQW) Zones shall be 7 calendar days with no
exceptions for slope grades or lengths. High @u&liater Zones (HQW) Zones are defined by North
Carolina Administrative Code 15A NCAC 04A.0105 (25)emporary and permanent ground cover
stabilization shall be achieved in accordance Wighprovisions in this contract and as directed.

TEMPORARY SILT FENCE

Temporary silt fence for erosion control shall bstalled as directed by the Engineer. Tempordtryesice shall be installed
in accordance with Section 1605 of the Standardifgetions.

Payment of this item will be to furnish all matdsiancluding posts, wire, fabrics and fasteners #nconstruct, maintain, and
remove temporary silt fence.

Basis of payment for “Temporary Silt Fence” shall ke the contract unit bid price per linear foot.

WATTLE:
(10-19-10) (Rev. 1-17-12) 1060,1630,1631 T1

Description

Wattles are tubular products consisting of excelsbers encased in synthetic netting. Wattlesumexl on slopes or channels
to intercept runoff and act as a velocity break.attgs are to be placed at locations shown on thespor as directed.
Installation shall follow the detail provided inetlplans and as directed. Work includes furnismragerials, installation of
wattles, matting installation, and removing wattles

Materials

Wattle shall meet the following specifications:

100% Curled Wood(Excelsior) Fibr

Minimum Diamete 12in

Minimum Density 2.5 b/ +/- 10%

Net Materia Syntheti

Net Opening lin.x1in

Net Configuratiol Totally Encase

Minimum Weigh 20 Ib. +- 10% per 10 ft. lengt

Stakes shall be used as anchors.

Provide hardwood stakes a minimum of 2-ft. longhvéit2" x 2" nominal square cross section. Onedfride stake must be
sharpened or beveled to facilitate driving dowro itite underlying soil.
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Matting shall meet the requirements of Article 16@f the 2012 Standard Specifications, or shall meet specifications
provided elsewhere in this contract.

Provide staples made of 0.125" diameter new stgel farmed into au shape not less than 12" in length with a throdt"ah
width.

Construction Methods

Wattles shall be secured to the soil by wire seplgroximately every 1 linear foot and at the efnglch section of wattle. A
minimum of 4 stakes shall be installed on the ddreasn side of the wattle with a maximum spacing bhear feet along the
wattle, and according to the detail. Install aimimm of 2 stakes on the upstream side of the watit®rding to the detail
provided in the plans. Stakes shall be driven theoground a minimum of 10" with no more than &jgcting from the top
of the wattle. Drive stakes at an angle accorttnthe detail provided in the plans.

Only install wattle(s) to a height in ditch so flawll not wash around wattle and scour ditch sloped according to the detalil
provided in the plans and as directed. Overlapiaitig sections of wattles a minimum of 6".

Installation of matting shall be in accordance with detail provided in the plans, and in accordawmith Article 1631-3 of the
2012 Sandard Specifications, or in accordance with specifications providedetsere in this contract.

The Contractor shall maintain the wattles until pineject is accepted or until the wattles are rezdpand shall remove and
dispose of silt accumulations at the wattles whedisected in accordance with the requirementseatiSn 1630 of th@012
Standard Specifications.

Measurement and Payment

Wattle will be measured and paid for by the actual nundfdimear feet of wattles which are installed ammgepted. Such
price and payment will be full compensation forwatirk covered by this section, including, but riotited to, furnishing all
materials, labor, equipment and incidentals necgdeanstall theWattle.

Matting will be measured and paid for in accordanith Article 1631-4 of th012 Sandard Specifications, or in accordance
with specifications provided elsewhere in this caat

Payment will be made under:

Pay Item Pay Unit
Wattle Linear Foo

ROLLED EROSION CONTROL PRODUCTS

DESCRIPTION

Furnish, place and maintain a rolled erosion cérgroduct (matting) on previously shaped and seatf@thage ditches,
slopes or other areas at locations shown in th&adnor as directed. Work includes providingraliterials, excavation and
backfilling, placing and securing matting and maining the drainage ditch.

The conditions which occur during the constructabrthe project will determine the quantity of magfiplaced. The quantity
of matting may be increased, decreased or elimdnetiéirely as directed. Such variations in qugntitl not be considered as
alterations in the details of construction or ang®in the character of the work.

MATERIALS

Refer to Division 10.

Item Sectior
Matting for Erosion Contri 106(-8
Staple 106(-8

CONSTRUCTION METHODS

Place matting immediately following seeding. Pdeva smooth soil surface free from stones, cloatebris that will prevent
the contact of the matting with the soil. Presaheerequired line, grade and cross section oatha covered.
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Unroll matting in the direction of the flow of watand apply without stretching so that it will Benoothly but loosely on the
soil surface. Bury the up-channel or top of slepel of each piece of matting in a narrow trencleast 6" deep and tamp
firmly. Where one roll of matting ends and a setooll begins, overlap the end of the upper rokrothe buried end of the
second roll so there is a 4" overlap. Construmplstchecks 4" on center and every 30 ft longitaltinin the matting or as
directed. Fold over and bury matting to the fudpth of the trench, close and tamp firmly. Overatting at least 4" where 2
or more widths of matting are laid side by side.

Place staples across matting at ends, junctionstagak trenches approximately 10" apart.

Place staples along the outer edges and down tieras each strip of matting 3 ft apart. Pla@pks along all lapped edges
10" apart.

Install product with netting on the top side whewedsior or straw matting is used.
The Engineer may require adjustments in the tregchr stapling requirements to fit individual cutfidd slope conditions.
MEASUREMENT AND PAYMENT

Matting will be measured and paid in square yards as me@suiong the surface of the ground, over whichtintahas been
acceptably placed.

Payment will be made under:

Pay Item Pay Unit
Matting For Erosion Contr Square Yar

SEEDING AND MULCHING

All disturbed areas shall be dressed in typicatiees and plowed to a depth of five (5) inches. TEtwo (2) inches shall be
pulverized to provide a uniform seedbed. Lime stidnd applied before plowing operation.

Lime, seed and fertilizer shall be applied with trecessary equipment to give uniform distributiérinese materials. The
hand/bucket method is not acceptable.

All areas to be seeded and mulched shall be apprbyethe Engineer prior to preparing the seedb®dork shall be in
accordance with Section 1660 of the Standard Spatidns. The following rates per acre shall apply:

March 1 — August 31 September 1 — February 28
Tall Fescue 50 pounds| Tall Fescue 5( poungls
Centipede 10 pounds Centipede 10 poumls
Bermuda grass (hulled) 25 pounds Bermuda grassif{edh 35 pounds
Fertilizer10-20-20 500 pounds Fertilizer10-20-20 050| pounds
Limestone 4000 pounds Limestone 4000 pounds
Notes:
1.Fifty (50) pounds of Bahia grass may be substitine@ither Centipede or Bermuda grass, but ontia Wngineer’s

approval.
2.0n cut and fill slopes 2:1 or steeper, Centipeds! &ie applied at the rate of 5 pounds per acreaaltd20 pounds
of Sericea Lespedeza from January 1 — December 31.

The seeded area shall be cultipacked to providemaskedbed and cover seed. Grain straw shall pkedpover seeded areas
as mulch. No bare ground shall be visible whemgdiy a mulched area if proper application is agde Thick clumps of
straw are not permissible as a uniform coveraggpected. Hydroseeding will be considered an aabépmeans of seeding,
however the hydromulch can be used as a tack i@ mulchSeeding shall be done as work progresses. All digted
areas shall be seeded in accordance with the Stabdtion Requirements as mentioned above, unless ettwise directed
by the Engineer. All work shall be accepted and gpoved by the Engineer prior to beginning construcion at the next
site.
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CRIMPING STRAW MULCH

Crimping shall be required on this project adjacenainy section of roadway where traffic is to baimained or allowed
during construction. In areas within six feet bétedge of pavement, straw is to be applied ana ¢hienped. After the
crimping operation is complete, an additional aggglon of straw shall be applied and immediatetkea with a sufficient
amount of undiluted emulsified asphalt.

Straw mulch shall be of sufficient length and giyatlb withstand the crimping operation.

Crimping equipment including power source shalkbbject to the approval of the Engineer providimat imaximum spacing
of crimper blades shall not exceed 8".

Basis of payment for “Seeding and Mulching” will bethe contract unit price per acre.
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PROJECT SPECIAL PROVISIONS

WORK ZONE TRAFFIC CONTROL

TRAFFIC CONTROL AND WORK ZONE SAFETY:

Traffic Control for theoffsite detours will be provided by NCDOT. The contractor must ifyothe
Engineer 2 weeks (14 calendar days) prior to beginnvork so that NCDOT traffic services can
fabricate and install the proper detour signs aai¢ades. It is the responsibility of the contoadio
inspect the barricades and to repair, or notifyeghgineer, if repairs need to be made. Furtherntbee,
contractor shall ensure that the work area is ldmrricaded at the end of each workday.

The Contractor shall provide, install, and maintalhtraffic control devices for théndividual pipe
replacement locations in accordance with these project guidelines, NOCEdandard Specifications for
Roads and Structures, and the current edition ef Manual of Uniform Traffic Control Devices
(MUTCD). All traffic control devices shall meet a#quirements of NCHRP 350.

Portable Advance/General Warning work zone signagacceptable for use at the individual pipe
replacement locations.

All personnel when working in traffic areas or &ea close proximity to traffic shall wear an apyped
safety vest, or shirt or jacket which meets theoicoequirements of the Manual of Uniform Traffic
Control Devices (MUTCD).

The Contractor shall comply with all applicable Beal, State, and local laws, ordinances, and régo&
governing safety, health, and sanitation, and ghralvide all safeguards, safety devices, and ptiotec
equipment, and shall take any other needed actionshis own responsibility that are reasonably
necessary to protect the life and health of emmeyan the job and the safety of the public, angrtbect
property in connection with the performance ofwwek covered by the contract.

Failure to comply with any of the requirements dafety and traffic control of this contract shakult in
suspension of work as provided in sub article 1(38-@f the_Standard Specifications.

No direct payment shall be made for traffic contamld work zone safety items, as they shall be
considered incidental to other contract items.

Payment will be made under:

Pay Item Pay Unit
Traffic Control Each
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SECTION VIEWS
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BYPASS PUMPING
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TEMPORARY SILT FENCE DETAIL
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ENGLISH STANDARD DRAWING FOR

TEMPORARY SILT FENCE

1-12

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS

RALEIGH, N.C.
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WATTLE DETAIL
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VICINITY MAP — SR 1740
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TYPICAL BACKFILL SECTION

# 57 STONE BACKEILL
70 BE COMPACTED IN LIFTS .
NORMAL TO TTE ROADWAY

NORMAL EMBANKMENT
LL ABOV

FILL ABOVE
/ MIN. COVER LEVEL\

Columbus County

GECTEXTILE FOR DRATNAGE
LINNING THE BACKFILL

SEE NOTES) {SEE NOTES)
TR T I Tl A A
N RIRRELEI SR N
2 5 S
g R S GO
5 S
o o
v S L\gﬁﬁ
AR
fas 1.5 0
F R oo
St SN
MENRERS N IRINSNn N2 NN

NATURAL

LNDISTURBED
EMBANKMEN |

TYPTCAL BACKFTLL SECTION ALONG PIPE

%* UNCOMPACTED BEDDING —/
BLANKET (SEE NOTE)

CRITICAL BACKFILL ZONE, PRESSURE ON SOIL GREATEST HERE.

INITIAL LIFTS OVER CROWN OF STRUCTURE AS INDICATED BY
;.-f’j SHADED AREA TO BE COMPACTED TC REQUIRED DENSITY WITH
=21 HAND CPERATED EQUIPMENT

@ # 57 STONE BACKFILL LIMITS.

NOTES:

ALL BACKFILL TO BE PLACED IN A

BALANCED FASHION IN THIN LIFTS (6"-B"LOOSE
TYPICALLY) AND COMPACTED TO 90 PERCENT DENSITY
PER AASHTO T-180,

GEOTEXTILE FOR DRAINAGE TN FOUNDATTCN BEDDING AND
BACKFILL IS INCIDENTAL TO COST COF PIPE ARCH.

COMPLETE AND REGULAR MONITORING OF THE CSP ARCH
SHAPE IS NECESSARY DURING ALL BACKFILLING OF THE
STRUCTURE.

PREVENT EXCESSIVE DISTORTION COF SHAPE AS
NECESSARY BY VARYLING COMPACTION METHODS AND
EQUIPMENT.

* SHAPED BED FOR A MINIMUM WIDTH OF SPAN/Z. MINIMUM
BECOING THICKNESS IS TWICE THE CORRUGATION DEPTH.

EMBANKMENT SLOPE TO BE 1.5:1 MINIMUM SUCH THAT A STABLE
EMBANKMENT CAPABLE OF RESISTING SIDE PRESSURES

FROM CSP PIPE-ARCH SHAPE WILL BE MAINTAINED
THROUGHOLUT THE LIFE CF INSTALLATICN.

NTS
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TYPICAL ASPHALT PATCH

3" MIN. PATCH (ACSC TYPE SF9.5A OR ASIC
TYPE 119.0B), OR MATCH EX. THICKNESS,

WHICHEVER IS GREATER
| VARIES |

22

\
BT UNDISTURBED
STONE BACKFILL - EMBANKMENT

EXISTING

/ ASPHALT

COMPACTED ABC

OPEN CUT & PATCH DETAIL

NTS
NOTES:
1.  Minimum Density for Asphalt Concrete Surface Course (ACSC) SF-9.5A shall be 90%.
2. Minimum Density for Asphalt Concrete Intermediate Course (ACIC) 119.0B shall be 92%.
3. ACSC shall be placed and compacted in maximum of 1.5" lifts.
4. ACIC shall be placed and compacted in maximum of 4.0" lifts.
5. Saw cut edges of cut to provide a smooth, even edge for the patch, and prevent damage to the
existing asphalt which will remain in place.
6. Traffic Control shall be provided in accordance with the FHWA's MUTCD.
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STANDARD SPECIAL PROVISION

AVAILABILITY OF FUNDS — TERMINATION OF CONTRACTS
(5-20-08) z2

General Satute 143C-6-11. (h) Highway Appropriation is hereby incorporated verbatim in this contract
as follows:

(h) Amounts Encumbered. — Transportation @toggpropriations may be encumbered in the amount
of allotments made to the Department of Transpoortaby the Director for the estimated payments for
transportation project contract work to be perfodnrethe appropriation fiscal year. The allotmesttall
be multiyear allotments and shall be based on astdnrevenues and shall be subject to the maximum
contract authority contained Beneral Satute 143C-6-11(c). Payment for transportation project work
performed pursuant to contract in any fiscal ye#ieo than the current fiscal year is subject to
appropriations by the General Assembly. Transportgroject contracts shall contain a schedule of
estimated completion progress, and any accelerafitms progress shall be subject to the approf/éie
Department of Transportation provided funds ardlabke. The State reserves the right to termirmate
suspend any transportation project contract, agdransportation project contract shall be so teatad
or suspended if funds will not be available for pawyt of the work to be performed during that fisczdr
pursuant to the contract. In the event of ternmmabf any contract, the contractor shall be gieen
written notice of termination at least 60 days lbefoompletion of scheduled work for which funds are
available. In the event of termination, the coctiva shall be paid for the work already performad i
accordance with the contract specifications.

Payment will be made on any contract terminategymant to the special provision in accordance with
Subarticle 108-13(E) of th2012 Standard Specifications.
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STANDARD SPECIAL PROVISION

ERRATA
(1-17-12) (Rev. 04-21-15) z-4

Revise the2012 Sandard Specifications as follows:

Division 2
Page 2-7, line 31, Article 215-2 Construction Methas, replace “Article 107-26" with “Article 107-25".
Page 2-17, Article 226-3, Measurement and Paymetipe 2, delete“pipe culverts,”.
Page 2-20, Subarticle 230-4(B), Contractor FurnislteSources, change references as follows: Line
1, replace “(4) Buffer Zone” with “(c) Buffer Zonel.ine 12, replace “(5) Evaluation for Potential
Wetlands and Endangered Species” with “(d) Evatwmatior Potential Wetlands and Endangered
Species”; andline 33, replace “(6) Approval’ with “(4) Approval”.

Division 3
Page 3-1, after line 15, Article 300-2 Materialg;eplace “1032-9(F)” with “1032-6(F)”.

Division 4
Page 4-77, line 27, Subarticle 452-3(C) Concrete Qlag, replace “sheet pile” with “reinforcement”.

Division 6
Page 6-7, line 31, Article 609-3 Field Verificatiomf Mixture and Job Mix Formula Adjustments,
replace “30” with “45”.
Page 6-10, line 42, Subarticle 609-6(C)(2gplace “Subarticle 609-6(E)” with “Subarticle 66€D)".
Page 6-11, Table 609-1 Control Limitsteplace “Max. Spec. Limit” for the Target SourceRob79Poe
Ratio with “1.0".
Page 6-40, Article 650-2 Materialsteplace “Subarticle 1012-1(F)” with “Subarticle11(E)”

Division 7
Page 7-1, Article 700-3, CONCRETE HAULING EQUIPMENT, line 33, replace “competion” with
“‘completion”.

Division 8
Page 8-23, line 10, Article 838-2 Materialsyeplace “Portland Cement Concrete, Class B” with
“Portland Cement Concrete, Class A”.

Division 10
Page 10-166, Article 1081-3 Hot Bitumerrgplace “Table 1081-16" with “Table 1081-2", regda
“Table 1081-17" with “Table 1081-3", and replaceafle 1081-18" with “Table 1081-4".

Division 12
Page 12-7, Table 1205-2dd “FOR THERMOPLASTIC” to the end of the title.
Page 12-8, Subarticle 1205-5(B), line 1Bplace “Table 1205-2" with “Table 1205-4".
Page 12-8, Table 1205-4 and 1205-kgplace “THERMOPLASTIC” in the title of these tabl with
“POLYUREA".
Page 12-9, Subarticle 1205-6(B), line 2deplace “Table 1205-4" with “Table 1205-6".
Page 12-11, Subarticle 1205-8(C), line 2f&place “Table 1205-5" with “Table 1205-7".
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Division 15
Page 15-4, Subarticle 1505-3(F) Backfilling, line& replace “Subarticle 235-4(C)” with “Subarticle
235-3(C)".
Page 15-6, Subarticle 1510-3(B), after line 2fgplace the allowable leakage formula with the
following: W=LD VP + 148,000
Page 15-6, Subarticle 1510-3(B), line 32, delete aynbe performed concurrently or” and replace
with “shall be performed”.
Page 15-17, Subarticle 1540-3(E), line 2delete “Type 1”.

Division 17
Page 17-26, line 42, Subarticle 1731-3(D) Terminath and Splicing within Interconnect Center,
delete this subarticle.

Revise the2012 Roadway Standard Drawings as follows:

1633.01 Sheet 1 of 1, English Standard Drawing fdvlatting Installation, replace “1633.01” with
“1631.01".
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STANDARD SPECIAL PROVISION

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, Emerald Ash Borer, And Other Noxious Weeds)
(3-18-03) (Rev. 12-20-16) Z-04a

Within Quarantined Area

This project may be within a county regulated ftanp and/or pests. If the project or any parthod t
Contractor's operations is located within a quanadt area, thoroughly clean all equipment prior to
moving out of the quarantined area. Comply wittiefal/state regulations by obtaining a certificaite
limited permit for any regulated article movingrndghe quarantined area.

Originating in a Quarantined County

Obtain a certificate or limited permit issued by tN.C. Department of Agriculture/United States
Department of Agriculture. Have the certificateiorited permit accompany the article when it ags\at
the project site.

Contact

Contact the N.C. Department of Agriculture/Unitedtat8s Department of Agriculture
at 1-800-206-9333, 919-707-3730, lattp://wwwv.ncagr.gov/plantindustry/ to determine those specific
project sites located in the quarantined area oarfy regulated article used on this project oagmg in

a quarantined county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, gembmposed manure, separately or with other
articles. This includes movement of articles tistdbove that may be associated with cut/wasteh ditc
pulling, and shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamengaitp!
Hay, straw, fodder, and plant litter of any kind.
Clearing and grubbing debris.

Used agricultural cultivating and harvesting equsoin
Used earth-moving equipment.

© ©o N o O~ WD

Any other products, articles, or means of convegan€ any character, if determined by an inspector
to present a hazard of spreading imported firegysy moth, witchweed, emerald ash borer, or other
noxious weeds.
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STANDARD SPECIAL PROVISION

MINIMUM WAGES

Z-5

The Fair Labor Standards Act provides that witltate exceptions every employer shall
pay wages at the rate of not less than SEVEN DOLEARD TWENTY FIVE CENTS
($7.25) per hour.

The North Carolina Minimum Wage Act provides thaery employer shall pay to each of
his employees, wages at a rate of not less tharEBEHYOLLARS AND TWENTY FIVE
CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employau this contract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor Eypd on this contract shall be
SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hou

The minimum wage paid to all unskilled labor onstlgontract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatmfrithis act to the contract on this project
is the responsibility of the Contractor.

The Contractor shall have no claim against the Dempant of Transportation for any changes in the
minimum wage laws, Federal or State. It is th@oesibility of the Contractor to keep fully inforchef
all Federal and State Laws affecting his contract.
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STANDARD SPECIAL PROVISION

AWARD OF CONTRACT
(6-28-77)(Rev 2/16/2016) Z-6

“The North Carolina Department of Transportatianaccordance with the provisions Ttle VI of the
Civil Rights Act of 1964 (78 Stat. 252) and the Regulations of the Departnoé Transportation49
C.F.R, Part 21), issued pursuant to such act, hereby notifiebidtlers that it will affirmatively insure
that the contract entered into pursuant to thisesetbement will be awarded to the lowest respoasibl
bidder without discrimination on the ground of racelor, or national origin”.

TITLE VI AND NONDISCRIMINATION

I.  Title VI Assurance

During the performance of this contract, the carttg for itself, its assignees and successorstarest
(hereinafter referred to as the "contractor") agesefollows:
(1) Compliance with Regulations: The contractor shall comply with the Regulationatige to
nondiscrimination in Federally-assisted programstleg Department of Transportation (hereinafter,
"DOT") Title 49, Code of Federal Regulations, Patt as they may be amended from time to time,
(hereinafter referred to as the Regulations), whiehherein incorporated by reference and madetapa
this contract.
(2) Nondiscrimination: The Contractor, with regard to the work performeditbduring the contract,
shall not discriminate on the grounds of race, Gado national origin in the selection and retentwf
subcontractors, including procurements of materdald leases of equipment. The contractor shall not
participate either directly or indirectly in thesdrimination prohibited by section 21.5 of the Ragans,
including employment practices when the contractec® a program set forth in Appendix B of the
Regulations.
(3) Solicitations for Subcontractors, Including Praurements of Materials and Equipment:in all
solicitations either by competitive bidding or negtion made by the contractor for work to be perfed
under a subcontract, including procurements of na$e or leases of equipment, each potential
subcontractor or supplier shall be notified by ttumtractor of the contractor's obligations undas th
contract and the Regulations relative to nondisciation on the grounds of race, color, or national
origin.
(4) Information and Reports: The contractor shall provide all information angads required by the
Regulations or directives issued pursuant thegetd,shall permit access to its books, records,esp
other sources of information, and its facilitiesnasy be determined by the North Carolina Departroént
Transportation (NCDOT) or the Federal Highway Adistiration (FHWA) to be pertinent to ascertain
compliance with such Regulations, orders and iestns. Where any information required of a
contractor is in the exclusive possession of amotf® fails or refuses to furnish this informatitre
contractor shall so certify to the NCDOT, or theWHA as appropriate, and shall set forth what effdrts
has made to obtain the information.
(5) Sanctions for Noncompliance: In the event of the contractor's noncompliance witie
nondiscrimination provisions of this contract, tREDOT shall impose such contract sanctions as it or
the FHWA may determine to be appropriate, includimg not limited to:

(a) Withholding of payments to the contractor unttex contract until the contractor complies,

and/or

(b) Cancellation, termination or suspension ofdbetract, in whole or in part.
(6) Incorporation of Provisions: The contractor shall include the provisions of gaaphs (1) through
(6) in every subcontract, including procurementsnaterials and leases of equipment, unless exeypt b
the Regulations, or directives issued pursuanetber
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The contractor shall take such action with respeetny subcontractor procurement as the NCDOT er th
FHWA may direct as a means of enforcing such prorss including sanctions for noncompliance:
provided, however, that, in the event a contrabezomes involved in, or is threatened with, litigat
with a subcontractor or supplier as a result ohsticection, the contractor may request the NCDOT t
enter into such litigation to protect the intereststhe NCDOT, and, in addition, the contractor may
request the United States to enter into such libgao protect the interests of the United States.

Il.  Title VI Nondiscrimination Program
Title VI of the 1964 Civil Rights Act, 42 U.S.C. Q0d, provides that: “No person in the United States
shall, on the grounds of race, color, or natiorr&din, be excluded from participation in, be dentbé
benefits of, or be subjected to discrimination unaiey program or activity receiving Federal finaci
assistance.” The broader application of nondiseration law is found in other statutes, executiveeos,
and regulations (see Section Ill, Pertinent Nondisoation Authorities), which provide additional
protections based on age, sex, disability andioglign addition, the 1987 Civil Rights RestoratiAnt
extends nondiscrimination coverage to all prograamsl activities of federal-aid recipients and
contractors, including those that are not federtihyded.
Nondiscrimination Assurance
The North Carolina Department of Transportation M) hereby gives assurance that no person shall
on the ground of race, color, national origin, ssge, and disability, be excluded from participatio, be
denied the benefits of, or be otherwise subjecteddiscrimination under any program or activity
conducted by the recipient, as provided by Title dfithe Civil Rights Act of 1964, the Civil Rights
Restoration Act of 1987, and any other related IGRights authorities, whether those programs and
activities are federally funded or not.
Obligation
During the performance of this contract, the Catte and its subcontractors are responsible for
complying with NCDOT’s Title VI Program. The Conttar must ensure that NCDOT’s Notice of
Nondiscrimination is posted in conspicuous locatiaacessible to all employees and subcontractors on
the jobsite, along with the Contractor's own Eqiahployment Opportunity (EEO) Policy Statement.
The Contractor shall physically incorporate tHi$TLE VI AND NONDISCRIMINATION " language,
in its entirety, into all its subcontracts on femfrassisted and state-funded NCDOT-owned projectd
ensure its inclusion by subcontractors into allseguent lower tier subcontracts. The Contractdritsn
subcontractors shall also physically incorporaegRHWA-1273, in its entirety, into all subcontracts and
subsequent lower tier subcontractskaderal-aid highway construction contracts only. The Contractor
is also responsible for making its subcontractevara of NCDOT'’s Discrimination Complaints Process,
as follows:

FILING OF COMPLAINTS

1. Applicability — These complaint procedures apply to the beeeis of the NCDOT’s programs,
activities, and services, including, but not liditeo, members of the public, contractors,
subcontractors, consultants, and other sub-red¢p@ifederal and state funds.

2. Eligibility — Any person or class of persons who believes befsis been subjected to
discrimination or retaliation prohibited by any thie Civil Rights authorities, based upon race,
color, sex, age, national origin, or disability, yride a written complaint with NCDOT's Civil
Rights office. The law prohibits intimidation oetaliation of any sort. The complaint may be
filed by the affected individual or a representatigsnd must be in writing.

3. Time Limits and Filing Options — A complaint must be filed no later than 180 ndkr days
after the following:

» The date of the alleged act of discrimination; or

» The date when the person(s) became aware of #gedlldiscrimination; or

» Where there has been a continuing course of contluetdate on which that conduct was
discontinued or the latest instance of the conduct.
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Title VI and other discrimination complaints may faémitted to the following entities:

» North Carolina Department of Transportation, Office of Equal Opportunity & Workforce
Services (EOWS), External Civil Rights Section, 19%ail Service Center, Raleigh, NC
27699-1511; 919-508-1808 or toll free 800-522-0453

» US Department of Transportation, Departmental Office of Civil Rights, External @iv
Rights Programs Division, 1200 New Jersey Avenle, \Washington, DC 20590; 202-366-
4070

Federal Highway Administration, North Carolina Division Office, 310 New Bern
Avenue, Suite 410, Raleigh, NC 27601, 919-747-7010

Federal Highway Administration, Office of Civil Rights, 1200 New Jersey Avenué&;,S
8" Floor, E81-314, Washington, DC 20590, 202-366-06386-0752

Federal Transit Administration, Office of Civil Rights, ATTN: Title VI Program
Coordinator, East Bldg."5Floor — TCR, 1200 New Jersey Avenue, SE, WashmghC
20590

Federal Aviation Administration, Office of Civil Rights, 800 Independence Avenue,
SW, Washington, DC 20591, 202-267-3258

» US Department of Justice Special Litigation Section, Civil Rights Divisipn950

Pennsylvania Avenue, NW, Washington, DC 20530, 202-6255 or toll free 877-218-5228

4. Format for Complaints —Complaints must be iwriting andsigned by the complainant(s) or a
representative and include the complainant’'s naaddress, and telephone number. Complaints
received by fax or e-mail will be acknowledged gndcessed. Allegations received by telephone
will be reduced to writing and provided to the cdanpant for confirmation or revision before
processing. Complaints will be accepted in othegleges including Braille.

5. Discrimination Complaint Form — Contact NCDOT EOWS at the phone number above to
receive a full copy of the Discrimination Complaidrm and procedures.

6. Complaint Basis -Allegations must be based on issues involving,reclr, national origin, sex,
age, or disability. The term “basis” refers to tmmplainant’s membership in a protected group
category. Contact this office to receive a Discniation Complaint Form.
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Protected Definition Examples Applicable Statutes and
Categories Regulations
FHWA FTA
Race An individual belonging toBlack/African American, Title VI of | Title VI of the Civil
one of the accepted raciaHispanic/Latino, Asian|the Civil | Rights Act of 1964,
groups; or the perceptionAmerican Indian/Alaska Rights Act| 49 CFR Part 21;
based usually on physicaNative, Native| of 1964; Circular 4702.1B
characteristics that a persphlawaiian/Pacific 49 CFR Part
is @ member of a racial grougslander, White 21,
Color Color of skin, including Black, White, brown,|23 CFR 200
shade of skin within a racialyellow, etc.
group
National | Place of birth. Citizenship isMexican, Cuban
Origin not a factor. DiscriminationJapanese, Vietnamese,
based on language or | &hinese
person’'s accent is also
covered.
Sex Gender Women and Men 1973 Title IX of the
Federal-Aid | Education
Highway Amendments of 1972
Act
Age Persons of any age 21 year old person Age iDistation Act of 1975
Disability | Physical or mentalBlind, alcoholic, parat Section 504 of the Rehabilitation A
impairment, permanent oramputee, epileptig, of 1973; Americans with Disabilitie

temporary, or perceived.

diabetic, arthritic

Act of 1990

[%2)

Pertinent Nondiscrimination Authorities

During the performance of this contract, the carttrg for itself, its assignees, and successonstarest
agrees to comply with the following non-discrimilat statutes and authorities, including, but naitied

to:

» Title VI of the Civil Rights Act of 1964 (42 U.S.(8 2000det seq., 78 stat. 252), (prohibits
discrimination on the basis of race, color, natia&in); and 49 CFR Part 21.
* The Uniform Relocation Assistance and Real Prop&ctyuisition Policies Act of 1970, (42 U.S.C. 8
4601), (prohibits unfair treatment of persons disptl or whose property has been acquired because
of Federal or Federal-aid programs and projects);
* Federal-Aid Highway Act of 1973, (23 U.S.C. 8§ 324eq.), (prohibits discrimination on the basis of

sex);

» Section 504 of the Rehabilitation Act of 1973, [@%5.C. 8§ 794et seq.), as amended, (prohibits
discrimination on the basis of disability); and@BR Part 27;
« The Age Discrimination Act of 1975, as amended, M&S.C. 8§ 6101et seq.), (prohibits
discrimination on the basis of age);
* Airport and Airway Improvement Act of 1982, (49 USE 471, Section 47123), as amended,
(prohibits discrimination based on race, creedpalational origin, or sex);
« The Civil Rights Restoration Act of 1987, (PL 1009, (Broadened the scope, coverage and
applicability of Title VI of the Civil Rights Act ©1964, The Age Discrimination Act of 1975 and
Section 504 of the Rehabilitation Act of 1973, yp@&nding the definition of the terms “programs or
activities” to include all of the programs or adiis of the Federal-aid recipients, sub-recipiemd
contractors, whether such programs or activitiesr@derally funded or not);
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« Titles Il and Ill of the Americans with DisabilitseAct, which prohibit discrimination on the basis o
disability in the operation of public entities, pickand private transportation systems, placesubtip
accommodation, and certain testing entities (42.C.$8 12131 — 12189) as implemented by
Department of Transportation regulations at 49R.parts 37 and 38;

 The Federal Aviation Administration’s Non-discriration statute (49 U.S.C. § 47123) (prohibits
discrimination on the basis of race, color, natiangin, and sex);

» Executive Order 12898, Federal Actions to Addressif&nmental Justice in Minority Populations
and Low-Income Populations, which ensures discatmm against minority populations by
discouraging programs, policies, and activitiedwdisproportionately high and adverse human health
or environmental effects on minority and low-incop@apulations;

* Executive Order 13166, Improving Access to Servicedersons with Limited English Proficiency,
and resulting agency guidance, national origin rdisioation includes discrimination because of
limited English proficiency (LEP). To ensure conapice with Title VI, you must take reasonable
steps to ensure that LEP persons have meaningfassado your programs (70 Fed. Reg. at 74087 to
74100);

» Title IX of the Education Amendments of 1972, asaded, which prohibits you from discriminating
because of sex in education programs or actiilédJ.S.C. 1681 et seq).

» Title VII of the Civil Rights Act of 1964 (42 U.S.(8 2000eet seg., Pub. L. 88-352), (prohibits
employment discrimination on the basis of racepicakligion, sex, or national origin);

* 49 CFR Part 26, regulation to ensure nondiscrinonain the award and administration of DOT-
assisted contracts in the Department's highwagsittaand airport financial assistance programs, as
regards the use of Disadvantaged Business Entes{iBBES);

 Form FHWA-1273, “Required Contract Provisions,”@lection of contract provisions and proposal
notices that are generally applicableatbFederal-aid construction projects and must be made a part
of, and physically incorporated intcall federally-assisted contracts, as well as appropriate
subcontracts and purchase orders, particularlyid@ectl (Nondiscrimination) and Il (Nonsegregated
Facilities).
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STANDARD SPECIAL PROVISION

ON-THE-JOB TRAINING
(10-16-07) (Rev. 4-21-15) Z-10

Description

The North Carolina Department of Transportatiorl administer a custom version of the Federal On-the
Job Training (OJT) Program, commonly referred totles Alternate OJT Program. All contractors
(existing and newcomers) will be automatically plhcin the Alternate Program. Standard OJT
requirements typically associated with individuabjpcts will no longer be applied at the projectele
Instead, these requirements will be applicable maraual basis for each contractor administerethby
OJT Program Manager.

On the Job Training shall meet the requirement@3CFR 230.107 (b), 23 USC — Section 140, this
provision and the On-the-Job Training Program Manua

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately
funded projects located in North Carolina. Howevmiority shall be given to training employees on
NCDOT Federal-Aid funded projects.

Minorities and Women

Developing, training and upgrading of minoritieslamomen toward journeyman level status is a primary
objective of this special training provision. Acdeorgly, the Contractor shall make every effort toddl
minority and women as trainees to the extent theh persons are available within a reasonable @frea
recruitment. This training commitment is not irded, and shall not be used, to discriminate agaimgt
applicant for training, whether a member of a mityogroup or not.

Assigning Training Goals

The Department, through the OJT Program Managdrassign training goals for a calendar year based
on the contractors' past three years’ activity gnedcontractors' anticipated upcoming year’s agtmiith

the Department. At the beginning of each year,calhtractors eligible will be contacted by the
Department to determine the number of traineeswiibbe assigned for the upcoming calendar year.
that time the Contractor shall enter into an agesgnwith the Department to provide a self-imposad o
the-job training program for the calendar year.isEgreement will include a specific number of ainu
training goals agreed to by both parties. The remolh training assignments may range from 1 tod5 p
contractor per calendar year. The Contractor gigif an agreement to fulfill their annual goal tbe
year.\
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Training Classifications
The Contractor shall provide on-the-job trainingpad at developing full journeyman level workersha

construction craft/operator positions. Prefereshall be given to providing training in the follavg
skilled work classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common trainingsifilzetions and their respective training
requirements that may be used by the contractblewever, the classifications established are net al
inclusive. Where the training is oriented towaahstruction applications, training will be allowéd
lower-level management positions such as officare®gs and estimators. Contractors shall submit ne
classifications for specific job functions thatithemployees are performing. The Department \eMiew
and recommend for acceptance to FHWA the new éilestsons proposed by contractors, if applicable.
New classifications shall meet the following regunents:

Proposed training classifications are reasonahiereaalistic based on the job skill classification
needs, and

The number of training hours specified in the tirgnclassification is consistent with common
practices and provides enough time for the trainesbtain journeyman level status.

The Contractor may allow trainees to be trainedalsubcontractor provided that the Contractor retain
primary responsibility for meeting the training athds provision is made applicable to the subcattra
However, only the Contractor will receive credivards the annual goal for the trainee.

Where feasible, 25 percent of apprentices or teaina each occupation shall be in their first yefr
apprenticeship or training. The number of traingeal be distributed among the work classificagiom
the basis of the contractor’'s needs and the avijabf journeymen in the various classificationsthin
a reasonable area of recruitment.

No employee shall be employed as a trainee in dagsification in which they have successfully
completed a training course leading to journeyneaellstatus or in which they have been employeal as
journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthiyd acompletion reports documenting company
compliance under these contract documents. Thesentents and any other information as requested
shall be submitted to the OJT Program Manager.

Upon completion and graduation of the program, @mntractor shall provide each trainee with
a certification Certificate showing the type anddth of training satisfactorily completed.



D6D3.POC.002 70 Columbus County

Trainee Interviews

All trainees enrolled in the program will receive iaitial and Trainee/Post graduate interview cared
by the OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a gradupdly scale based upon a percentage of the prgvail
minimum journeyman wages (Davis-Bacon Act). Minimpay shall be as follows:

60 percent of the journeyman wage for the first bathe training period

75 percent of the journeyman wage for the thirdrguanf the training period
90 percent of the journeyman wage for the lasttquai the training period

In no instance shall a trainee be paid less tharladal minimum wage. The Contractor shall adltere
the minimum hourly wage rate that will satisfy bdtte NC Department of Labor (NCDOL) and the
Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainegkyed by him on the contract work who is currently
enrolled or becomes enrolled in an approved progmadwho receives training for at least 50 peroént
the specific program requirement. Trainees wilbbewed to be transferred between projects if ireqgu
by the Contractor’s scheduled workload to meehingi goals.

If a contractor fails to attain their training agsments for the calendar year, they may be takkthef
NCDOT'’s Bidders List.

Measurement and Payment

No compensation will be made for providing requiredining in accordance with these contract
documents.

NAME CHANGE FOR NCDENR
(1-19-16) Z-11

Description

Wherever in the 2012 Standard Specifications, Btdpecial Provisions, Standard Special Provisions,
Permits or Plans that reference is made to “NCDENR"North Carolina Department of Environment
and Natural Resources”, replace with “NCDEQ” or o Carolina Department of Environmental
Quality” respectively, as the case may be.
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Sheet of
i * Agreed -
Firm Name and Address Circle Item No. Item Description upon Unit Dollar Volume
One . of ltem
Price
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE

* The Dollar Volume shown in this column shall be thetual Price Agreed Upon by the Prime Contractod ahe MBE/WBE
subcontractor, and these prices will be used terdete the percentage of the MBE/WBE patrticipatiothe contract.

** Dollar Volume of MBE/WBE Subcontractor Percenéagdf Total Contract Bid Price:
If firmisa Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Intent.
If firmisa Manufacturer, show Dollar Volume as 100% of Agreed Upon Amount from Letter of Intent.
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LISTING OF MBE/WBE SUBCONTRACTORS

Sheet of
i * Agreed -
Firm Name and Address Circle Item No. Item Description upon Unit Dollar Volume
One . of ltem
Price
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE
Name
MBE
Addres: WBE

** Dollar Volume of MBE Subcontractor  $
MBE Percentage of Total Contract Bid Price %
** Dollar Volume of WBE Subcontractor  $
WBE Percentage of Total Contract Bid Price %
*The Dollar Volume shown in this column shall be tle Actual Price Agreed Upon by the Prime Contractorand the MBE/WBE
subcontractor, and these prices will be used to detmine the percentage of the MBE/WBE participationin the contract.
** Dollar Volume of MBE/WBE Subcontractor Percentage of Total Contract Bid Price.

If firm is a Material Supplier Only, show Dollar Volume as 60% of Agreed Upon Amount from Letter of Irient.
If firm is a Manufacturer, show Dollar Volume as 10% of Agreed Upon Amount from Letter of Intent.
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EXECUTION OF BID

NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
CORPORATION

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtgt neither he, nor any
official, agent or employee of the bidder has esdento any agreement, participated in any collus@ otherwise taken any
action which is in restraint of free competitivalding in connection with any bid or contract, ttia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddésrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificationsiaitus under penalty of
perjury under the laws of the United States in ed@moce with the Debarment Certification attacheayvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froiyoae
with a contract with the State, or from any perseaking to do business with the State. By exeswdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as Prequalified

Attest By
Secretary/Assistant Secretary President/Viceid@egAssistant Vice President
Sdlect appropriatetitle Sdect appropriatetitle
Print or type Signer's name Print or type Signeaisie

CORPORATE SEAL
AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the
NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has esdanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivaldling in connection with any bid or contract, tktia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorsiaitus under penalty of
perjury under the laws of the United States in edmoce with the Debarment Certification attachewyvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseaking to do business with the State. By exeawdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this
NOTARY SEAL

day of , 20

Signature of Notary Pub
Of Col

State of

My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has esdanto any agreement, participated in any collusa otherwise taken any
action which is in restraint of free competitivalding in connection with any bid or contract, tktia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorsiaitus under penalty of
perjury under the laws of the United States in edmoce with the Debarment Certification attachewyvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froiyoae
with a contract with the State, or from any perseaking to do business with the State. By exeswdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Witness Signature of Member/Managehorized Agent
Sdlect appropriatetitle

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has esdanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivaldling in connection with any bid or contract, ttia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorsiaitus under penalty of
perjury under the laws of the United States in edmoce with the Debarment Certification attachewyvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froiyoae
with a contract with the State, or from any perseaking to do business with the State. By exeswdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathat any such gift has
been offered, accepted, or promised by any empdogegour organizatian

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and execut8.Joint Venturers Fill in lines (1), (2), (3) and (4)
and execute. On Line (1), fill in the name of tlént Venture Company. On Line (2), fill in thenma of one of the joint
venturers and execute below in the appropriate eran®n Line (3), print or type the name of theeotfoint venturer and
execute below in the appropriate manner. On L#efi{ll in the name of the third joint venturef,applicable and execute
below in the appropriate manner.

Signature of Witness or Attest

By

Print or type Signer's name

If Corporation, affix Corporate Seal

Signature of Cactior

and

Signature of Witness or Attest

Print or type Signeame

By

Print or type Signer's name

If Corporation, affix Corporate Seal

Signature of Cactior

and

Signature of Witness or Attest

Print or type Signeame

By

Print or type Signer's nhame

If Corporation, affix Corporate Seal
NOTARY SEAL
Affidavit must be notarized for Line (2)
Subscribed and sworn to before me this

day of 20___
Signature of Notary Public
of County
State of

My Commission Expires:

Signature oh@actor

NOTARY SEAL
Affidavit must be notarized for Line (3)
Subscabedsworn to before me this

Print or type Sitgneame

NOTARY SEAL
Affidavit must be notarized for Line (4)
Subscribed and sveobetore me this

day of 20
Signature of Notary Rubl
of County
State _of

My Commis&apires:

day of 20
Signature of Notary Public
of County
State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has esdanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivalding in connection with any bid or contract, tktia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificationsiaitus under penalty of
perjury under the laws of the United States in edmoce with the Debarment Certification attachewyvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseaking to do business with the State. By exeswdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the &idbeing duly sworn, solemnly swears (or affirtingt neither he, nor any
official, agent or employee of the bidder has esdanto any agreement, participated in any colluysar otherwise taken any
action which is in restraint of free competitivaldling in connection with any bid or contract, tktia¢ bidder has not been
convicted of violatingN.C.G.S. § 133-24 within the last three years, and that the Biddesrids to do the work with its own
bonafide employees or subcontractors and is nolifgdor the benefit of another contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificationsiaitus under penalty of
perjury under the laws of the United States in edmoce with the Debarment Certification attachewyvided that the
Debarment Certification also includes any requstedements concerning exceptions that are appdicabl

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, ocegptance by, any State Employee of any gift froyoae
with a contract with the State, or from any perseaking to do business with the State. By exeswdfany response in this
procurement, you attest, for your entire organizefind its employees or agents, that you are nateathiat any such gift has
been offered, accepted, or promised by any empdogegour organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

__ dayof 20

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediatetign notice to the Department if at any time the
bidder learns that his certification was erronearen he submitted his debarment certification or
explanation filed with the Department, or has bee@moneous because of changed circumstances.

The termscovered transaction, debarred, suspended, ineligible, lower tier covered transaction,
participant, person, primary covered transaction, principal, proposal, andvoluntarily excluded,

as used in this provision, have the meanings seinotine Definitions and Coverage sections of the
rules implementing Executive Order 12549. A copyhe Federal Rules requiring this certification
and detailing the definitions and coverages mayobgined from the Contract Officer of the
Department.

The prequalified bidder agrees by submitting tlois, that he will not knowingly enter into any
lower tier covered transaction with a person whalébarred, suspended, declared ineligible, or
voluntarily excluded from participation in NCDOT mtoacts, unless authorized by the Department.

For Federal Aid projects, the prequalified biddertlier agrees that by submitting this form he will
include the Federal-Aid Provision titléd@equired Contract Provisions Federal-Aid Construction
Contract (Form FHWA PR 1273) provided by the Department, without subsetjuedification, in
all lower tier covered transactions.

The prequalified bidder may rely upon a certifioatiof a participant in a lower tier covered
transaction that he is not debarred, suspendetigible, or voluntarily excluded from the covered
transaction, unless he knows that the certificat®oarroneous. The bidder may decide the method
and frequency by which he will determine the eligipof his subcontractors.

Nothing contained in the foregoing shall be coretirto require establishment of a system of records
in order to render in good faith the certificatioequired by this provision. The knowledge and
information of a participant is not required to e&d that which is normally possessed by a prudent
person in the ordinary course of business dealings.

. Except as authorized in paragraph 6 herein, theaib@ent may terminate any contract if the bidder

knowingly enters into a lower tier covered trangactwith a person who is suspended, debarred,
ineligible, or voluntarily excluded from participan in this transaction, in addition to other remesd
available by the Federal Government.
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DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best af knowledge and belief, that he and his principals:

a.

Are not presently debarred, suspended, proposeddbarment, declared ineligible, or voluntarily
excluded from covered transactions by any Fedepadment or agency;

Have not within a three-year period preceding pngposal been convicted of or had a civil judgment
rendered against them for commission of fraud ariminal offense in connection with obtaining,
attempting to obtain, or performing a public (FedeBtate or local) transaction or contract under a
public transaction; violation of Federal or Statgitaust statutes or commission of embezzlement,
theft, forgery, bribery, falsification or destrumti of records; making false statements; or recgivin
stolen property;

Are not presently indicted for or otherwise crimipaor civilly charged by a governmental entity
(Federal, State or local) with commission of anytle offenses enumerated in paragraph b. of this
certification; and

Have not within a three-year period preceding tvigposal had one or more public transactions
(Federal, State or local) terminated for causeebaat.

Will submit a revised Debarment Certification imnadly if his status changes and will show in his
bid proposal an explanation for the change in statu

If the prequalified bidder cannot certify that Isenot debarred, he shall provide an explanatioh this
submittal. An explanation will not necessarilyuttsn denial of participation in a contract.

Failure to submit a non-collusion affidavit and dahent certification will result inthe prequalified
bidder's bid being considered non-responsive.

Check here if an explanation is attached to thisfioation. ()
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North Carolina Department of Transportation
CONTRACT BID FORM

WBS ELEMENT NO.: 6.102419.9

DESCRIPTION:

COUNTY: COLUMBUS

PIPE REMOVAL & REPLACEMENT

BID DATE: SEPTEMBER 6, 2017 AT 2:00 PM

Columbus County

Line Sec Description Qty Unit Unit Price Amount Bid
1 800 MOBILIZATION 12 EA
2 SP GRADING 12 EA
3 230 BORROW 424 CYy
4 310 18" RCP, CLASS llI 40 LF
5 310 24" RCP, CLASS 11l 148 LF
6 310 30" RCP, CLASS Il 48 LF
7 310 36" RCP, CLASS Il 136 LF
8 310 48" RCP, CLASS Il 92 LF
9 310 24" CAAP 40 LF
10 310 36" CAAP 45 LF
11 340 PIPE REMOVAL 552 LF
12 SP #57 STONE 1,442 TONS
13 520 AGGREGATE BASE COURSE 465 TONS
14 SP DEWATERING 12 EA
15 1605 TEMPORARY SILT FENCE 1,200 LF
16 1631 MATTING FOR EROSION CONTROL 300 SY
17 SP WATTLE 384 LF
18 1660 SEEDING AND MULCHING 0.25 AC
19 SP TRAFFIC CONTROL 12 EA
20 SP PATCHING EXISTING PAVEMENT 147 TON$

TOTAL BID FOR PROJECT:
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CONTRACTOR

ADDRESS

Federal Identification Number Contractors License Number

Authorized Agent Title

Signature Date

Witness Title

Signature Date

Point of Contact for Post Bid Inquiries (e.g., keestof Intent, Insurance, Bonds, Contract Execugtn):

Name

Email

Phone

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION

This bid has been reviewed in accordance with Ertl®©3-1 of the current edition of tistandard Specifications for Roads
and Structures.

Division Proposals Engineer Date
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EXECUTION OF CONTRACT

Contract No: D6D3.POC.002

County: Columbus

ACCEPTED BY THE DEPARTMENT

Proposals Engineer

Date

EXECUTION OF CONTRACT AND BONDS
APPROVED AS TO FORM:

Proposals Engineer

Date

Signature Sheet (Bid) - ACCEPTANCE SHEET



